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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

BEFORE THE TRADEMARK TRIAL AND APPEAL BOARD 

 
In re U.S. Trademark Application Serial No. 86/694415 for X-SERIES 2 filed July 15, 2015 and 

Published in the Official Gazette on February 2, 2016 
 
Olin Corporation,    ) 
      ) 
  Opposer,   ) 
      ) 
 v.     ) Opposition No. __________ 
      )  
Rock River Arms, Inc.   ) 
      )       
      )  
  Applicant.   ) 
 

NOTICE OF OPPOSITION 

 
 Olin Corporation, a corporation of the State of Virginia, having a principal place of 

business at 190 Carondelet Plaza, Suite 1530, St. Louis, Missouri 63105, through its Winchester 

Division (hereinafter “Winchester”), believes that it is being damaged, and will be damaged, by 

the registration of the mark shown in Application Serial No. 86/694415 (hereinafter “the ‘415 

Application”), in International Class 13, by Rock River Arms, Inc. (hereinafter “Applicant”), 

filed on July 15, 2015, and published February 2, 2016, and hereby opposes the same.  

 The grounds for the opposition are as follows: 

1. Winchester, through its licensee, has adopted and used a series of x-based marks 

for firearms, including SUPER X, SUPER X2 (sometimes called SX2 or simply X2), and 

SUPER X3 (sometimes called SX3 or simply X3), and SXR (hereinafter collectively the 

“Winchester X Firearms Marks”). 

2. Winchester’s Super X Model 1 (sometimes called Super X-1, SX1 or simply X1) 

product was introduced at least as early as 1974 and remained in active production until at least 

1984. Exhibits 1-3. 
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3. Winchester’s X2 product was introduced at least as early as 1999, and remained 

in active production until at least 2006. Exhibits 4-7. 

4. Although the X2 product is not in current production, thousands of X2 firearms 

are still in use, and Winchester, through its licensee, continues to sell accessories for the X2, 

including choke tubes and scope bases. 

5. Winchester’s X3 product was introduced at least as early as 2006, and remains in 

current production. Exhibits 8-10. 

6. Winchester’s SXR product was introduced at least as early as 2006, and remained 

in active production until at least 2009. Exhibit 11. 

7. Winchester owns U.S. Trademark Reg. No. 3,331,451 for SX3 covering firearms 

in International Class 13, and has and is using the mark in commerce for the goods for which it is 

registered.  A copy of the registration is attached as Exhibit 12. 

8. Winchester owns U.S. Trademark Reg. No. 3,421,452 for SUPER X covering 

firearms in International Class 13, and has and is using the mark in commerce for the goods for 

which it is registered.  A copy of the registration is attached as Exhibit 13.  

9. Winchester owns U.S. Trademark Reg. No. 3,406,822 for SXR covering firearms 

in International Class 13, and has and is using the mark in commerce for the goods for which it is 

registered.  A copy of the registration is attached as Exhibit 14. 

10. Winchester also owns a series of marks based upon X for ammunition, including  

SUPER-X, X, XX, XT (hereinafter “Winchester’s X Ammunition Marks”).  

11. Winchester owns U.S. Trademark Reg. No. 0,573,211 for SUPER-X covering 

shot shells, rifle and pistol cartridges in International Class 13, and has and is using the mark in 
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commerce for the goods for which it is registered. A copy of the registration is attached as 

Exhibit 15. 

12. Winchester owns U.S. Trademark Reg. No. 3,592,965 for X covering ammunition 

and reloading parts of ammunition in International Class 13, and has and is using the mark in 

commerce for the goods for which it is registered.  A copy of the registration is attached as 

Exhibit 16. 

13. Winchester owns U.S. Trademark Reg. No. 1,027,880 for XX covering 

ammunition in International Class 13, and has and is using the mark in commerce for the goods 

for which it is registered.  A copy of the registration is attached as Exhibit 17. 

14. Winchester owns U.S. Trademark Serial No. 85/803856 for XT covering 

ammunition in International Class 13, and has and is using the mark in commerce for the goods 

for which it is registered.  A copy of the registration is attached as Exhibit 18. 

15. Winchester owns U.S. Trademark Reg. No. 4,752,632 for XR, covering 

ammunition in International Class 13, and has and is using the mark in commerce for the goods 

for which it is registered.  A copy of the registration is attached as Exhibit 19.  

16. The registrations and applications shown in Exhibits 12-19 are valid and 

subsisting and record title is in the name of Olin Corporation. 

17. On July 15, 2015, Applicant filed the ‘415 Application on “X-SERIES 2” for 

“firearms, namely, rifles and spare parts and replacement parts for rifles” in International Class 

13.   

18. Since long prior to July 15, 2015, Applicant’s filing date, Winchester has, through 

its licensee, used the Winchester X Firearms Marks, specifically including X2 and SUPER X2, 
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in connection with firearms, and these marks have been used extensively by Winchester, the 

press, media, fans and the public to refer to Winchester and its products.  

19. Since long  prior to July 15, 2015, Applicant’s filing date, Winchester has used 

the Winchester X Ammunition Marks on ammunition, and these marks have been used 

extensively by Winchester, the press, media, fans and the public to refer to Winchester and its 

products.  

COUNT 1 – Applicant’s Applied for Trademark is Likely to Cause Confusion  

20. Paragraphs 1 through 19 are incorporated by reference herein.  

21. The mark sought to be registered by Applicant’s ‘415 Application is confusingly 

similar to Winchester’s X marks, including specifically the SUPER X2 and X2 marks, as well as 

the other marks containing X used by Winchester for goods in International Class 13, and is 

likely to cause confusion or mistake in the minds of the public and lead the public and 

prospective purchasers to believe that Applicant’s goods are those of Winchester or are endorsed, 

sponsored, or otherwise affiliated or connected with Winchester, or that Winchester’s goods and 

services are associated with Applicant,  in violation of Section 2(d) of the Lanham Act, 15 

U.S.C. §1052(d), all to the damage and injury of the purchasing public and to the damage and 

injury of Winchester. 

22. If Applicant is allowed to register “X-SERIES 2,” Applicant will obtain at least a 

prima facie exclusive right to use “X-SERIES 2” in certain contexts, potentially clouding 

Winchester’s right to continue to Winchester’s X marks, including specifically the SUPER X2 

and X2 marks, as well as the other marks containing X used by Winchester for goods in 

International Class 13 in its own endeavors to the damage and injury of Winchester. 
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23. The grant of a registration to Applicant on “X-SERIES 2” as sought in the ‘415 

Application should be denied on the grounds of Winchester’s prior use and/or registration of 

Winchester’s X marks, including specifically the SUPER X2 and X2 marks, as well as the other 

marks containing X used by Winchester for goods in International Class 13. 

COUNT 2 – Applicant’s Applied for Trademark is Likely to Cause Dilution 

24. Paragraphs 1 through 23 are incorporated by reference herein.  

25. By virtue of Winchester’s and Winchester’s licensee’s substantial use, sale, 

advertising, and promotion of the Winchester’s X Firearms Marks, including specifically the 

SUPER X2 and X2 marks, and the Winchester X Ammunition Marks throughout the United 

States, and by the publicity and media attention accorded to the marks, the Winchester X 

Firearms Marks and Winchester X Ammunition marks have become distinctive of Winchester’s 

products and widely recognized by the general public of the United States as a designation of 

source of Winchester’s products. 

26. Winchester possesses extremely valuable goodwill in the Winchester X Firearms 

Marks, , including specifically the SUPER X2 and X2 marks, and the Winchester X Ammunition 

Marks, by reason of its extensive use, marketing, publicity, advertising and geographic extent of 

its use and promotion. This goodwill was established long prior to the filing of the ‘415 

Application. 

27. Registration of the ‘415 Application would seriously impair the uniqueness of 

Winchester’s famous Winchester X Firearms Marks, including specifically the SUPER X2 and 

X2 marks, and Winchester X Ammunition Marks, and would dilute the strength of those marks 

in violation of Section 43(c) of the Lanham Act, 15 U.S.C. §1125(c).    
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28. The Winchester X Firearms Marks, including specifically the SUPER X2 and X2 

marks, and the Winchester X Ammunition Marks, are distinctive and famous within the meaning 

of the Lanham Act, and were so prior to July 15, 2015, Applicant’s filing date, and are entitled to 

the protection of the anti-dilution provisions of the Lanham Act, including 15 U.S.C. §1125(c). 

29. The grant of a registration to Applicant for its “X-SERIES 2” mark as sought in 

the ‘415 Application should be denied on the grounds that Applicant’s use and registration of 

“X-SERIES 2” dilutes the distinctiveness of the Winchester X Firearms Marks, including 

specifically the SUPER X2 and X2 marks, and the Winchester X Ammunition Marks, and is 

likely to cause dilution by blurring or dilution by tarnishment, of the Winchester X Firearms 

Marks, including specifically the SUPER X2 and X2 marks, and the Winchester X Ammunition 

Marks , which are famous. 

30. Winchester will be damaged by Applicant’s registration of “X-SERIES 2” as 

sought in the ‘415 Application at least because of the dilution of the Winchester X Firearms 

Marks, including specifically the SUPER X2 and X2 marks, and the Winchester X Ammunition 

Marks, to the damage and injury of Winchester.  

 WHEREFORE, Olin files this Notice of Opposition and prays that the ‘415 Application 

on “X-SERIES 2” herein be refused, that no registration be issued thereon to Applicant, and that 

Opposer be granted such other and further relief as may be deemed just and proper. 

 The Commissioner is hereby authorized to charge Deposit Account No. 08-0750 the 

amount of $300 to cover the filing fees for this Notice of Opposition against the ‘415 

Application.  It is believed that this is the correct fee.  However, the Commissioner is authorized 

to charge any additional fees to Deposit Account No. 08-0750 and requested to address all 

correspondence regarding this opposition to: 
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Bryan K. Wheelock 
Harness, Dickey & Pierce, P.L.C. 

7700 Bonhomme Avenue, Suite 400 
St. Louis, Missouri 63105 

Telephone:  (314) 726-7505 
Facsimile:  (314) 726-7501 

Email:  bwheelock@hdp.com; jsamuels@hdp.com; bkwefile@hdp.com 
 

Dated:  June 1, 2016 
 
 
 
 
 
 
 

 

 

 

 
 

Respectfully submitted, 
 
 
By: /Bryan K. Wheelock/  

Bryan K. Wheelock, MO #32571  
Email: bwheelock@hdp.com 
Joel R. Samuels, MO #63587 
Email: jsamuels@hdp.com 
HARNESS, DICKEY & PIERCE, P.L.C.  
7700 Bonhomme, Suite 400 
Clayton, Missouri 63105 
Phone: (314) 726-7500 
Fax: (314) 726-7501 

Attorneys for Opposer Olin Corporation  
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CERTIFICATE OF SERVICE 

I hereby certify that a copy of the foregoing was served via U.S. Mail, postage fully pre-

paid, on this 1st day of June, 2016, upon the following: 

SCOTT A. BUROW 
BANNER & WITCOFF, LTD. 
10 S WACKER DR STE 3000 
CHICAGO, ILLINOIS 60606-7437 
UNITED STATES  
 
Counsel for Applicant  

Rock River Arms, Inc. 

 
        /Bryan K. Wheelock/ 
 
 
61757001.1 
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Winchester Super X2 Semi-automatic Shotgun Owner’s Manual
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Important instructions for 

Winchester Super X2 

Semi-automatic Shotgun

U.S. Repeating Arms Company, Inc.

344 Winchester Ave.

New Haven, CT, U. S. A. 06511-1970

Winchester trademarks licensed from Olin Corporation. 

Use the space below to record information about your

new Super X2 shotgun.

Model _________________________________________

Serial Number __________________________________

Purchased From _________________________________

Date of Purchase ________________________________

We sincerely hope that you are pleased with your new

Winchester Super X2 shotgun. We at U.S. Repeating

Arms Company thank you for the privilege of providing this

shotgun to you. We are especially proud of the many years

of enjoyment it is certain to provide for you and your 

family. The Super X2 is another shotgun in an over 130

year-old tradition of producing quality firearms for the

World’s sportsmen. Quality of manufacture, design, 

craftsmanship and function are of utmost concern to us.

We believe you’ll find that your new Super X2 meets the

Winchester tradition of quality in every way. If you have

any questions or comments regarding your new firearm,

please feel free write to us at our administrative offices:

Customer Service Department

U. S. Repeating Arms Company, Inc.

275 Winchester Avenue

Morgan, Utah 84050-9333

Phone: 1-800-945-5237

PRINTED IN U.S.A.   MF9811/98062
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The Super X2 is truly a remarkable new shotgun — a world class
shotgun with world class origins. Its manufacture represents an
unprecedented collaborative effort between the traditional
Winchester firearms manufacturing plant in New Haven,
Connecticut and our associated plants in various European 
locations. Thus the distinctive barrel marking. In addition, 
Super X2 testing and research and development spans the globe
from our Utah facility to Connecticut to Belgium. It is a new
breed of Winchester from a new “global” Winchester brand.

Every aspect of its design points toward two primary objectives:
(1) unmatched reliability, and (2) superb handling. While it is
true that the overall design draws on nearly a century of
Winchester firearms shotgun experience, it is clear that this in 
an all new Winchester with performance features the most
demanding hunters and shooters want.

A few things to take notice of are:

• The remarkably simple , self-adjusting, self-cleaning gas piston
system.

• The alloy receiver that balances weight between the hands with
just enough barrel weight for smoothness.

• The acclaimed Invector® Plus choke system that incorporates
long choke tapers and a back-bored barrel for better patterns.

• The large, exceptionally functional safety button.

As you learn about your new Super X2 and begin shooting it,
we’re sure you’ll agree its design sets new standards for reliability
and handling performance. 

http://www.winchester-guns.com
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GUN SAFETY WARNINGS

IT IS ESSENTIAL THAT THESE OPERATING

INSTRUCTIONS BE THOROUGHLY STUDIED

BEFORE USING THIS FIREARM TO ASSURE

PROPER AND SAFE GUN HANDLING. FAILURE

TO FOLLOW THESE INSTRUCTIONS OR 

FAILURE TO OBEY ANY SAFETY WARNING

MAY RESULT IN INJURY TO YOURSELF OR

OTHERS, OR CAUSE DAMAGE TO YOUR GUN. 

As a gun owner, you accept a set of demanding responsi-

bilities. How seriously you take these responsibilities can

be the difference between life and death. There is no

excuse for careless or abusive handling of any firearm. 

At all times handle your Super X2 and any other firearm

with intense respect for its power and potential danger.

PLEASE READ AND UNDERSTAND ALL OF THE

CAUTIONS, PROPER HANDLING PROCEDURES

AND INSTRUCTIONS OUTLINED IN THIS

BOOKLET BEFORE USING YOUR NEW

FIREARM.

1. Do not carry a loaded gun with a live round in the

chamber while walking, running, climbing a tree, crossing

a fence or anywhere you might slip or fall, drop the gun 

or otherwise bump or jar the gun. A gun that is dropped,

bumped, or jarred with a chambered round might acciden-

tally discharge even with the safety on, causing serious

injury to you or someone else. When a round is chambered

keep the safety on until you are ready to shoot.

2. Do not rely on the safety to prevent accidental 

discharge. Many safeties merely block the trigger and 

prevent firing by pulling the trigger. The safety may not

prevent an accidental discharge due to dropping, jarring,

or bumping a gun.

3. Use only ammunition for which the gun is chambered

as indicated on the barrel, to prevent excessive pressure

and possible serious personal injury.

4. Incorrectly reloaded ammunition can cause serious 

personal injury and damage to the firearm due to excessive

pressure. Reload only after proper instruction and in strict

compliance with instruction and data contained in current

reloading manuals.

5. Never point a gun at anything you do not intend to

shoot. Always keep it pointed in a safe direction in case 

of accidental discharge.

6. Always check to ensure that the barrel is free of

obstructions before loading and using the gun. If you 

experience light recoil or off sound, check the barrel for

an obstruction.

7. Before firing, clean any grease or oil out of barrel with

cleaning rod and patch. Grease or heavy accumulation of
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oil can cause excessive pressure and result in serious 

personal injury.

8. Keep barrel, chamber and action free of rust. Rust in

the barrel and chamber can cause excessive pressures

resulting in serious injury. A rusted, pitted or eroded 

barrel should be replaced.

9. Use hearing protection to prevent ear damage from

repeated exposure to gunfire.

10. Always use proper shooting glasses to prevent eye

injury from flying particles.

11. Never carry a loaded gun in a motor vehicle or carry

one into a dwelling. Always carefully unload the gun

before entering a motor vehicle, a dwelling or an area

such as a camp. Always point a gun in a safe direction

while loading or unloading to prevent serious injury in

case of an accidental discharge. Never load in the house

or in your vehicle.

12. Never shoot at a hard, flat surface or at the surface 

of water to avoid a ricochet and possible serious personal

injury to yourself or a bystander.

13. Store gun in a clean dry place out of reach of children

and separated from stored ammunition.

14. Never alter any parts of your gun. Any alterations or

adjustments that may become necessary to the operating

mechanism should be performed by a qualified gunsmith.

15. Hunting from elevated surfaces such as tree stands is

dangerous. Doing so may increase the risk of handling any

firearm. Always make certain that the stand being used is

safe, sturdy and stable. Always make certain your firearm

is unloaded when it is being taken up and down from the

stand. Always make certain that your firearm is not

dropped from the stand or dropped while it is being taken

up or down from the stand.

16. Discharging firearms in poorly ventilated areas, cleaning

firearms, or handling ammunition may result in exposure

to lead and other substances known to cause birth defects,

reproductive harm and other serious physical injury. Have

adequate ventilation at all times. Wash hands thoroughly

after exposure.

GENERAL DESCRIPTION/OPERATION

Your new Super X2 is one of several different versions and

configurations offered. The basic operating procedures are

the same for all of them. Where there are differences they

are pointed out in this manual for your convenience. 

The Super X2 is a semiautomatic design that allows the

shooter to shoot followup shots by merely pulling the trigger,

firing the first shot, and then letting the gas piston system

automatically move a shell from the magazine to the

chamber where it is fired with a pull of the trigger. 
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This can be repeated until the magazine is empty. A single

round can also be inserted into the chamber manually or

moved from a loaded magazine by cycling the action with

the bolt handle.

It is capable of shooing five shots (with the magazine plug

removed, using 2 3/4” loads) in rapid succession with each

pull of the trigger.

The short stroke of the gas piston along with the snug, gas

sealing fit of the piston rings and tight fit of the piston

rod, limits the amount of combustion gases blown past the

gas cylinder and into the receiver, keeping the inside of

the receiver clean. 

This is an exceptionally advanced design that offers reliable

function of the gas system and easy disassembly for main-

tenance and cleaning. However, in order to keep your

new shotgun in top condition and operating at its peak

performance you must read, understand and follow all of

the instructions in this manual.

Prior to using live ammunition, familiarize yourself 

thoroughly with these operating instructions. Get 

accustomed to the feel of your new gun. Know the forces

required to operate the action. Learn how to pull the 

trigger, and above all, know the location and operation of

the safety. Procedures for disassembly and operation of

various components are outlined in the sections below.

Please read and study them thoroughly. In addition,

always remember:

FIGURE 1

Invector Plus

Choke System®

Magazine Cap

ForearmMagazine Tube

(inside forearm)

Carrier Release Button

Trigger

Guard

Recoil Pad

Ejection Port Vent Rib

Safety Trigger 

Buttstock

Receiver
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USE THE CORRECT AMMUNITION AS REFER-

ENCED BY THE INSCRIPTION ON THE BARREL.

BEFORE LOADING YOUR GUN BE SURE ALL

GREASE AND OIL HAVE BEEN REMOVED

FROM THE BARREL AND CHAMBER, AND

THERE ARE NO OBSTRUCTIONS. 

IMPORTANT: ALWAYS KEEP THE MUZZLE

POINTED IN A SAFE DIRECTION.

TERMINOLOGY AND DESCRIPTIONS

Descriptions in this manual generally refer to the gun in

the horizontal position. That is, in the normal firing 

position. For example, the muzzle is forward or front; the

butt stock is rearward or rear; the trigger is downward or

underneath; the sight is upward or on top. For general

parts terminology, refer to Figure 1. 

The Winchester Super X2 is also shown disassembled to

the extent necessary in order to follow instructions 

contained in this book (refer to Figure 14 later in this

manual). Figure 2 covers the general features and benefits

of the Super X2 design.

Throughout this manual the “action” refers to the mecha-

nism of this shotgun which loads and secures the shell in

the chamber. 

SERIAL NUMBER

The serial number is located on the left side of the 

receiver, just above the trigger guard. Record the serial

number at the front of this manual for future reference. 

AMMUNITION

There are several different versions of the Super X2. 

They are inscribed as follows on the receiver:

•Magnum 3 1/2”. This model is designed to shoot all 

factory field loads including 2 3/4” length field loads, 

3” Magnum loads and 3 1/2” Magnum loads. It has a 

3 1/2” chamber. (It is not designed to shoot the lightest

factory target 7/8 oz. and 1 oz. loads.)

• Magnum 3”. This model is designed to shoot all factory

loads from 2 3/4” target loads to 3” Magnums. This model

has a 3” chamber. It is specifically configured to be able 

to handle down to 7/8 oz. factory ultra-light target loads.

(It is NOT designed to shoot 3 1/2” shells.)

Winchester ammunition is always an excellent choice for

your new Winchester firearm, delivering the unmatched

performance and dependability you want. 

(Continued on page 10)
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Not only does the advanced alloy receiver offer the

strength of steel, it also affords the Super X2 exceptional

between-the-hands balance, with just the ideal barrel

weighting for a smooth swing. 

The entire bolt assembly removes easily for

a thorough cleaning. This is a gun designed

for hard work under real hunting conditions. 

You get a complete selection of functional stock

materials to choose from: composite black, 

dipped camouflage composite and walnut models.

Deluxe recoil pad for

maximum comfort.

SUPER X2 FEATURES

The trigger assembly easily

removes with a durable two-pin

system. No tools are necessary

and it takes just seconds to do

maintenance and cleaning.

The large safety button offers excellent

convenience with both gloved and

ungloved fingers. Plus, it is reversible

for left-handed shooters.
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FIGURE 2

The barrel is back-bored for

improved pattern performance.

Current Super X2 hunting models are fitted with the proven Invector

Plus choke system. These longer tubes have  special tapers for 

optimum patterning — plus they are specially designed for back-bored

barrels. It allows you to change choke constrictions to meet the

demands of the game being hunted or target shot. Extra-full choke

tubes are available for hunting turkey or other game requiring 

extremely tight patterns with lead shot loads.

Super X2 field guns feature our

fully floating ventilated rib.

Invector® Plus

threaded choke

system. 

The advanced, self-cleaning gas system uses just the

amount of gas needed to cycle the action. Even the 3 1/2”

Magnum model can function reliably down to 2 3/4” field

loads. The 3” Magnum version handles all loads from 

3” Magnum down to the lightest 7/8 oz. target loads.
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MAKE SURE YOU USE ONLY THE EXACT

AMMUNITION/CALIBER AS LISTED ON THE

LEFT SIDE OF THE BARREL.

U.S. REPEATING ARMS COMPANY, INC., CAN

ASSUME NO RESPONSIBILITY FOR INCIDENTS

WHICH OCCUR THROUGH THE USE OF 

CARTRIDGES OF NONSTANDARD DIMENSION

OR THOSE THAT WHEN SHOT, DEVELOP

PRESSURES IN EXCESS OF INDUSTRY 

STANDARDS ESTABLISHED BY THE

SPORTING ARMS AND AMMUNITION

MANUFACTURERS’ INSTITUTE (SAAMI).

DISCHARGING FIREARMS IN POORLY 

VENTILATED AREAS, CLEANING FIREARMS,

OR HANDLING AMMUNITION MAY RESULT IN

EXPOSURE TO LEAD AND OTHER SUBSTANCES

KNOWN TO CAUSE BIRTH DEFECTS, 

REPRODUCTIVE HARM AND OTHER SERIOUS

PHYSICAL INJURY. HAVE ADEQUATE 

VENTILATION AT ALL TIMES. WASH HANDS

THOROUGHLY AFTER EXPOSURE.

Incorrectly reloaded ammunition can cause serious 

personal injury and damage to the firearm due to excessive

pressure. Reload only after proper instruction and in strict

compliance with instructions and data contained in 

current reloading manuals.

MAGAZINE CAPACITY

It is extremely important that you know the magazine

capacity of your Super X2. It is listed on the hang tag 

supplied with your Super X2. Under appropriate circum-

stances — at a range or other suitable shooting location

— load your magazine to full capacity and make note of

the number of shells. Remember, “total capacity” includes

an additional round which can be loaded manually in the

chamber in addition to a full magazine. Total capacity is

generally (magazine, plus chamber) as follows:

3 1/2” Magnum Versions

3” and 3 1/2” Magnum loads: Three in magazine, one

in chamber.

2 3/4” loads: Four in magazine, one in chamber.

3” Magnum Versions

3” Magnum Loads: Three in magazine, one in chamber.

2 3/4” loads: Four in magazine, one in chamber.

With magazine adapter (plug) installed

Two shells in the magazine, one in chamber.

IMPORTANT: The Super X2 will handle mixed loads of 

different shell lengths, which will affect total capacity. 
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INITIAL CLEANING / OILING

Some metal parts of your new Super X2 have been coated

at the factory with a rust preventative compound. Before

using your Super X2, clean the anti-rust compound from

the inside of the barrel, receiver, breech bolt mechanism

and the action/chamber areas. A high quality, lightweight

gun oil should be used to remove this compound and to

give your new gun its first lubrication. Clean the barrel

using a cleaning rod and patch as explained under

“Cleaning and Maintenance Suggestions” found later in

this manual. 

If your new Super X2 is to be stored for an extended peri-

od of time, it is permissible to leave the rust preventative

compound in place and keep your Super X2 in its box for

maximum protection during long-term storage. 

Before beginning assembly of your Super X2 you should

first wipe the mechanism clean and apply a few drops of

quality oil on the surfaces shown (see Figure 3).

Avoid applying too much oil. Only a light film is 

necessary. Excessive oil should be wiped off, especially in

cold weather. 

OPERATION OF THE SAFETY

Your new Super X2 shotgun is designed with a cross bolt

type safety. It is located just rearward of the trigger on the

trigger guard: convenient for gloved or ungloved fingers. 

It is essential that you become very familiar with the feel,

look and operation of the safety on this shotgun before

attempting to load and shoot.

With the safety in the “on safe” position the trigger and

hammer are blocked and the shotgun cannot be fired. 

In the “off safe” position — if your gun is loaded with a

round in the chamber — the chambered round can be

fired by simply pulling the trigger.

The safety on the Super X2 is reversible for right or left-

handed operation. It comes from the factory in the right

hand position. Verify the installation of your guns’ safety.

Instructions in this manual are for the safety installed in

the right-handed position.

• “ON SAFE”. The safety button is pushed fully to the

right. The red band on the left side is not showing (see

Figure 4A).

Be sure you lightly oil your

Super X2 at these points.

FIGURE 3
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• “OFF SAFE”. The safety button is pushed fully to 

the left. A large red band is exposed on the button as it

protrudes on the left side. The red band is an added aid to

safe gun handling. However, with time and exposure to

the elements it can wear off. 

Never rely totally on your gun’s safety button. It is merely

an aid to safe gun handling. Like any mechanical device

the safety can possibly fail: it can be jarred or inadvertently

manipulated into an unsafe condition. Always keep your

shotgun pointed in a safe direction. 

At all times in the field keep the safety in the “ON SAFE”

position and the barrel pointed in a safe direction. It is a

good idea never to load your shotgun until you are in the

field and shooting is imminent or until you are at your 

station and it is your turn to shoot when you are shooting

at a range. For extra safety, and as a courtesy to others,

fully unload and place the action in the open position 

at all times other than when shooting is immediately

imminent.

THE SAFETY IS REVERSIBLE AND CAN BE
REVERSED FROM RIGHT-TO LEFT-HANDED
BY A COMPETENT GUNSMITH. WHEN
INSTALLED, THE LEFT-HANDED SAFETY WILL
HAVE THE SAFETY BUTTON’S RED WARNING
BAND ON THE RIGHT SIDE OF THE TRIGGER
GUARD.

Note: Do no depend on the red color alone to indicate

your gun’s safety status, as time, exposure to the elements,

and the abrasive action of cleaning agents can erase it.

FIGURE 4A

“On Safe” position

FIGURE 4B

“Off Safe” position.

Red band showing.
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INITIAL ASSEMBLY / TAKE DOWN

Remove the barrel assembly and receiver/stock section

from the carton. Wipe them clean and lightly oil compo-

nent parts as explained under “Initial Cleaning/Oiling.” 

The Super X2 shotgun usually comes (from the factory)

with the barrel removed and the forearm still attached to

the magazine tube. 

It is important to carefully follow the assembly instruc-

tions below — especially steps 1, 2 and 3 — to assure the

proper assembly of your shotgun.

ALWAYS PLACE THE SAFETY IN THE “ON

SAFE” POSITION BEFORE BEGINNING

ASSEMBLY PROCEDURES AND CHECK YOUR

GUN CAREFULLY TO BE CERTAIN THAT 

THE CHAMBER, FEED MECHANISM AND 

MAGAZINE CONTAIN NO SHELLS.

1. Lock the bolt rearward by pulling the operating handle

fully to the rear. If it will not pull rearward it usually indi-

cates that the bolt slide link has fallen out of the end of

the socket on the return spring plunger while your gun

was being shipped. This is not a problem. You will simply

need to refer to the section titled “Bolt Disassembly/

Reassembly” later in this manual for special instructions

on how to perform this very easy alignment procedure. 

2. Carefully remove the forearm from the magazine tube

by unscrewing the magazine cap and sliding the forearm

forward of the magazine tube. 

DO NOT SQUEEZE HARD ON THE OPEN REAR

END OF THE FOREARM. TOO MUCH PRES-

SURE COULD CAUSE THE WOOD TO SPIT. 

3. Leave the components of the gas system (the sleeve,

sleeve spring and gas piston) in place on the magazine

tube. They do not need to be removed, except for clean-

ing. In the event that components of the gas system have

been removed, it is easy to reinstall them as explained

below. 

FIGURE 5
Align the piston rod with

the slot on the left side
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4. If the gas piston and sleeve have been removed, first

slide the sleeve spring over the magazine tube. Then slide

the sleeve onto the magazine tube, piston rod end first.

Check the piston rod to make sure it is aligned with the

slot on the left side of the receiver (see Figure 5), as

viewed from normal shooting position.

5. Take the gas piston in hand and slide it into the rear of

the gas bracket on the barrel, smaller end first 

(see Figure 6).

6. Hold the gun in the vertical position. Slide the gas

bracket and gas piston over the magazine tube 

(see Figure 7). the barrel extension should slip solidly

down into the receiver. Make sure the piston rod on the

gas sleeve moves freely in its slot in the left side of the

receiver. On a new gun, with very tight tolerance, it may

be necessary to lift up slightly on the gas sleeve to allow

the barrel extension the room to drop into the receiver.

After you do this always check piston rod alignment as

explained previously.

7. Replace the forearm by sliding it onto the magazine

tube and over the gas bracket so it seats securely. Install

FIGURE 6 FIGURE 7

Position the piston in the gas bracket

on the bottom of the barrel.

Insert the gas piston and

gas bracket over the maga-

zine tube. Start the barrel

extension into the receiver

You may have to

lift up slightly on

the gas sleeve.
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the magazine cap. Make sure the magazine cap is fully

tightened down. Open and close the action several times

and retighten the magazine cap. This will ensure a 

proper seal.

TAKING DOWN THE BARREL —

BEFORE STARTING DISASSEMBLY 

PROCEDURES, VISUALLY INSPECT THE

CHAMBER, FEED MECHANISM AND MAGAZINE

TO BE ABSOLUTELY CERTAIN THE SHOTGUN

IS COMPLETELY UNLOADED. POINT THE

BARREL IN A SAFE DIRECTION. PLACE THE

SAFETY IN THE “ON SAFE” POSITION’ 

The red warning band on the safety must not be visible.

Take-down for storage is essentially the reverse of assembly
procedures. The action should be left open if disassembly
of the rest of the gun will not be performed. If you intend
to fully disassemble your gun, you may start with the
action closed.

1. Unscrew the magazine cap and remove it.

2. Remove the forearm by sliding it forward off the 
magazine tube.

3. If you are disassembling for cleaning remove the barrel,
piston, piston sleeve and sleeve spring by sliding them 

forward off the magazine tube. See “Cleaning and
Maintenance Suggestions” later in this manual for cleaning
procedures.

NOTE: If you are disassembling for storage, lock the
action rearward. Leave the piston, piston sleeve and
spring on the magazine tube as explained previously.
Reinstall if they were removed. Install the forearm over
the magazine tube and screw on the magazine cap. You
will then have two compact units: (1) the barrel, and 
(2) the action with forearm and stock.

CAUTION: AFTER THE BARREL HAS BEEN

REMOVED FROM YOUR GUN, AND YOU

INTEND TO STORE YOUR GUN, LEAVE THE

BOLT IN THE OPEN POSITION. DO NOT

PRESS THE CARRIER RELEASE BUTTON. 

If the bolt is release forward with the barrel removed, the

bolt handle will hit the front of the ejection port and

cause damage to both the receiver and the bolt handle.

LOADING PROCEDURES

Before loading your gun, be sure all grease and oil has

been removed from the barrel and chamber and there are

no obstructions. Use the correct ammunition referenced

by the inscription on the barrel. There are two ways to

load the chamber of your Super X2.
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Before loading the magazine make sure of the following:

1) Your shotgun is pointed in a safe direction.

2) The safety is in the “on safe” position.

3) You are in an appropriate location for shooting.

4) Shooting will be imminent.

DIRECTLY TO THE CHAMBER, SINGLE SHOT MODE — 

1. Place the safety in the “ON SAFE” position.

2. Open the action by pulling back fully on the bolt han-
dle. The bolt will lock in the rearward position. As a mat-
ter of practice, always verify that the magazine and cham-
ber contain no shells when the action is opened.

3. A shell can now be placed directly into the ejection
port (brass of shell to the rear and crimp to the front). It

is fine to push the shell forward into the chamber, or just
leave it loose in the port (see Figure 8).

4. Press the carrier release button. This will automatically
move a loose round placed in the ejection port, directly
into the chamber. Keep your fingers clear of the ejection
port whenever closing the action with the carrier release
button.

IMPORTANT: The gun is now ready to fire by moving

the safety to the “off safe” position and pulling the trigger.

After firing with an empty magazine, the bolt will lock

rearward, ready for inserting the next shell in the open

ejection port.

LOADING THE MAGAZINE — 

1. Place the safety in the “ON SAFE” position and close

the action by pressing the carrier release button.

2. Depress the carrier with the forward end of the nose of

the shell.

3. With your thumb on the base of the brass push the

shell into the magazine until the shell is held in the mag-

azine by the cartridge stop (see Figure 9). Remove your

thumb and allow the carrier to return downward to its

original position.

4. Repeat the procedure until the magazine is fully loaded.

5. If firing is imminent, a shell can now be moved from

the magazine to the chamber by pulling back fully on the

FIGURE 8

When loading the chamber

directly, drop a loaded round

in the open ejection port.
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bolt handle and releasing it forward. A round will be fed

automatically from the magazine to the chamber as the

bolt closes. Another round can then be inserted into the

magazine to load to full capacity.

IMPORTANT: THE GUN IS NOW READY TO

FIRE BY MOVING THE SAFETY TO THE “OFF

SAFE” POSITION.

DO NOT CARRY A GUN WITH A SHELL IN 

THE CHAMBER TO AVOID ACCIDENTAL 

DISCHARGE. IN ALL CASES, WHEN LOADING

AND WHEN FIRING IS NO LONGER IMMINENT,

MAKE SURE THE SAFETY IS IN THE “ON

SAFE” POSITION.

UNLOADING PROCEDURES

CAUTION: WHENEVER UNLOADING, ALWAYS

BE CERTAIN THAT THE MUZZLE IS POINTED

IN A SAFE DIRECTION AND THAT THE SAFETY

IS IN THE “ON SAFE” POSITION.

ALWAYS INSPECT THE CHAMBER, ACTION,

CARRIER AND MAGAZINE VERY CAREFULLY

AFTER UNLOADING TO BE SURE ALL LIVE

ROUNDS ARE CLEARED FROM THE GUN.

There are two ways to unload your Super X2. 

CYCLING THE ACTION —

POINT THE MUZZLE IN A SAFE DIRECTION.

PLACE THE SAFETY THE “ON SAFE” POSITION.

MAKE SURE THE ACTION IS CLOSED AND

KEEP THE MUZZLE POINTING IN A SAFE

DIRECTION. (The red warning band on the safety will

not be visible).

1. Grasp the bolt handle and cycle the action until all

rounds are transferred from the magazine to the chamber

and then ejected. It is possible, with practice, to catch

each shell with your free hand as it is ejected. You should

always take care to avoid damaging shells. Do not let

them fall on hard ground.

FIGURE 9

Push the shell all the way into the

magazine. Make sure you push the

rim past the cartridge stop.
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2. When the last shell in the magazine has been cycled

through the chamber and out the ejection port, the

action will lock rearward. The action should lock rear-

ward when the acton is cycled with an empty magazine.

3. Using your index finger, feel the entry of the magazine

to make sure there are no longer any shells that have not

been fed from the magazine and ejected. Visually inspect

the chamber, feed mechanism and magazine to assure

there are no shells remaining. 

UNLOADING DIRECTLY FROM THE MAGAZINE — 

POINT THE MUZZLE IN A SAFE DIRECTION.

PLACE THE SAFETY IN THE “ON SAFE” 

POSITION, MAKE SURE THE ACTION IS

CLOSED AND KEEP THE MUZZLE POINTING

IN A SAFE DIRECTION.

1. Turn the gun over so the trigger guard is facing up, then

push the carrier down with our finger as far as it will go.

2. Push inward on the right side of the cartridge stop,

releasing the shell from the magazine. Be careful not to

pinch your finger. The cartridge stop is located on the

inside right side of the loading port (visually to your left

side when looking down into the loading port). When a

shell is in the magazine, the stop catches on the brass of

the shell. As the cartridge stop is pressed in, the shell will

be forced out of the magazine under spring pressure (see

Figure 10). Capture it as it comes out. Press the stop again

to release the next shell. Do this until the magazine is

empty.

3. With the safety still in the “on safe” position, pull rear-

ward on the bolt handle to eject the cartridge from the

chamber. The bolt will lock rearward when the action is

cycled with an empty magazine.

4. Using your index finger, feel the entry of the magazine

to make sure there are no longer any shells that have not

been feed from the magazine and ejected. Visually inspect

the chamber, feed mechanism and magazine to assure

there are no shells remaining.

IMPORTANT — AFTER UNLOADING ALWAYS

VISUALLY CHECK AND KNOW FOR SURE

THAT YOUR SHOTGUN IS NOT LOADED.

FIGURE 10Remove shells from the magazine

by pressing in on the cartridge stop

with your finger.
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FIRING PROCEDURES

The semiautomatic or self-loading characteristic of the

Super X2 is the obvious primary benefit to the shooter.

For training or target situations your gun can be shot 

“single shot” by loading one shell at a time through the

open ejection port. More commonly you will take advan-

tage of the semiautomatic feature by loading the entire

magazine first and then firing repeated shots, if necessary.

Both are described earlier under “Loading Procedures.”

1. When ready to shoot, and with a loaded shell in the

chamber, the safety “on safe”, and your finger off the trig-

ger, push the safety to the “off safe” position (with the red

warning band fully visible). Your shotgun is now ready to

fire with a pull of the trigger 

CAUTION: YOUR SHOTGUN IS NOW READY

TO FIRE. REMEMBER, THE RECOIL FROM A

SHOTGUN, ESPECIALLY MAGNUM LOADS,

WILL BE SOMEWHAT HEAVIER THAN MOST

OTHER GUNS, SO FIRMLY SHOULDER YOUR

SUPER X2, TAKE AIM, AND — WHEN ON 

TARGET — SQUEEZE THE TRIGGER.

2. As the shell in the chamber is fired, gases from the fir-

ing shell are bled off from the barrel at the gas bracket.

This forces the gas piston rearward which moves the bolt

assembly rearward, ejecting the fired shell. 

3. As the bolt returns forward under spring force a shell

from the magazine is automatically transferred from the

magazine to the chamber and the bolt locks forward. 

Your gun will now fire again with the pull of the trigger.

Immediately put the safety in the “on safe” position (with

the red warning ring hidden) until you are ready to fire

again.

4. You may fire until the magazine is empty. The bolt will

lock rearward after the last shot has been feed from the

magazine, fired and ejected. When the bolt locks rearward

this usually indicates that both magazine and chamber are

empty, and that your shotgun magazine needs to be

reloaded. It is important to treat your gun as though it is

loaded, even if the action has locked rearward.

At this point either refill the magazine with loaded 

cartridges (if shooting is going to continue) or fully

unload your shotgun (if shooting is completed). Either

way, place the safety in the “on safe” position.

WHEN FIRING IS COMPLETED OR WHEN

SHOOTING IS NO LONGER IMMINENT, 

IMMEDIATELY RETURN THE SAFETY TO THE

“ON SAFE” POSITION. 

IMPORTANT: UNDER NO CIRCUMSTANCES

SHOULD YOU MOVE ON OR CONTINUE TO

HUNT WITH YOUR SAFETY IN THE FIRE 

POSITION. 
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IN THE CASE OF A MISFIRE

Only rarely will modern factory ammunition experience 

a misfire. If this ever happens to you when shooting your

Super X2, please follow these instructions carefully. 

CAUTION: IN CASE OF MISFIRE, KEEP THE

BARREL POINTED IN A SAFE DIRECTION,

CAREFULLY OPEN THE ACTION WHILE

AVOIDING DIRECT EXPOSURE TO THE

BREECH BY YOURSELF AND OTHERS.

REMOVE THE SHELL FROM THE CHAMBER.

FULLY UNLOAD YOUR SHOTGUN, REMOVING

ALL SHELLS FROM THE MAGAZINE.

Carefully inspect the ejected shell. If the primer is indented,

the shell should be disposed of in a manner that 

would prevent accidental injury to you, others, or the

environment. If there is no indentation, your gun has

malfunctioned and should be serviced by a qualified 

gunsmith, or by a U.S. Repeating Arms Co. Authorized

Repair Center (ARC).

MAGAZINE PLUG

The Super X2 is delivered with the magazine three shot

adapter (plug) installed in the magazine, limiting magazine

capacity to two shells in compliance with federal migratory

bird regulations. If you do not wish to be limited to three

shots — when it is not required by law — you can remove

the three shot adapter (plug).

WHEN REMOVING THE PLUG BE CERTAIN

THERE ARE NO SHELLS IN THE MAGAZINE

OR CHAMBER AND KEEP THE BARREL AND

MAGAZINE POINTED IN A SAFE DIRECTION

AT ALL TIMES.  

Remember, the plug is under spring pressure so care must

be taken for safe removal. Always point the end of the

magazine away from your face and in a safe direction.

Never look directly down into the cap end of the open

magazine.  

ALWAYS WEAR EYE PROTECTION WHEN

REMOVING AND REINSTALLING THE 

MAGAZINE’S 3-SHOT PLUG.  

IMPORTANT: Use only the three-shot adapter supplied

with your Super X2 or a replacement part made specifical-

ly for your Super X2 shotgun by U.S. Repeating Arms.

This is a special three-shot adapter design that maximizes

the performance of your gun with any load. The use of

any other adapter may affect performance of the magazine 

system.

Removal and installation can be performed with the barrel

in place or with the barrel removed from the action.
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REMOVAL —

1. First, make certain the gun is totally unloaded and the

safety is “on safe.”

CHECK THE MAGAZINE, FEED MECHANISM

AND CHAMBER TO BE SURE THEY DO NOT

CONTAIN ANY SHELLS.

2. Unscrew the magazine cap and remove it. Remember,

always point the end of the magazine away from your face

and in a safe direction.

3. Remove the forearm by sliding it forward, over the gas

bracket. It is also acceptable to remove the barrel as

explained previously under “Initial Assembly/Takedown.”

4. The magazine three-shot adapter lays underneath the

magazine spring retainer locked in the forward end of the

magazine tube. To remove the magazine spring retainer,

depress the magazine spring retainer tab, located in the

window on the magazine tube while keeping your hand

on the magazine spring retainer. (See Figure 11). Slowly

remove the magazine spring retainer as it is under pressure

of the magazine spring. (See Figure 12).

5. As the spring pushes the retainer out of the tube the 3-

shot adapter will come with it. Remove the retainer, the 

magazine 3-shot adapter and the spring from the magazine

tube.

6. Remove the three-shot adapter from between the

retainer and the spring (See Figure 13).

FIGURE 11

Depress the

magazine spring

retainer tab.

Keep your free

hand over the

retainer.

FIGURE 12

Slowly remove the magazine spring

retainer. Keep it under control with your

hand, as it is under spring pressure.
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REINSTALLATION  —

1. Depress the magazine spring back into the magazine

tube and replace the magazine spring retainer over the top

of the spring.

2. Align the magazine retainer tab with the rectangular

slot in the magazine tube.  Push the magazine spring

retainer down into the magazine. Make sure the magazine

spring retainer tab is locked in place in its retaining slot

in the magazine.

3. Reinstall the barrel (if it was removed), the forearm 

and then the magazine cap as explained under “Initial

Assembly/Takedown.”

4. Note: In the future, should you wish to limit your gun

to three shots again, unscrew the magazine cap, remove

the forearm and remove the magazine spring retainer as

explained previously. Hold the spring down inside the

magazine tube. Then insert the tapered end of the adapter

inside the spring and lightly press the front end of three-

shot adapter to force the magazine spring into the maga-

zine until the base of the three-shot adapter is level with

the end of the magazine tube. Replace the magazine

spring retainer, forearm and magazine cap. Make sure the

magazine follower remains in place inside the rear of the

magazine tube.

TRIGGER GROUP DISASSEMBLY/REASSEMBLY

One of the advantages of a Super X2 is the ability to easily

disassemble the action for cleaning. Under very harsh

weather conditions and in dirty environments just know-

ing that parts are clean and lightly oiled can add an extra

measure of confidence to your hunt. 

Make sure you have a clean place to work and a good

place to put the components as they are disassembled. 

Wear eye protection at all time. Never disassemble

beyond what is explained and shown in this manual. Full

disassembly of all basic components is shown at right 

(See Figure 14).

Disassembling the action can be done in the field, but

remember, there are small parts involved, some of which

FIGURE 13

Remove the 3-shot adapter from

the end of the magazine spring.
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FIGURE 14
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are under spring tension.

BEFORE ANY ASSEMBLY OR DISASSEMBLY

PROCEDURES FIRST, MAKE CERTAIN THE

GUN IS TOTALLY UNLOADED AND THE

"SAFETY" IS THE "ON SAFE" POSITION. BE

CERTAIN THERE ARE NOT SHELLS IN THE

MAGAZINE, CHAMBER OR FEED MECHANISM.

PLACE THE SAFETY IN THE "ON SAFE" 

POSITION.

ALWAYS WEAR EYE PROTECTION WHEN

PERFORMING ANY MAINTENANCE OR 

DISASSEMBLY.

HOW TO REMOVE THE TRIGGER GROUP —

Removing the trigger guard group is another necessary

procedure in performing thorough maintenance of your

shotgun. It is easy to do, and removing it allows you to

perform cleaning and maintenance whenever and wher-

ever required. With both the trigger guard group and bolt

assembly removed, it is easy to wipe out any debris or

moisture that sometimes accumulates in the receiver.

1. Make sure the gun is unloaded. Place the safety in the

“ON SAFE” position and leave it there during disassembly

and cleaning. This assures that the hammer does not

inadvertently fall forward during cleaning. Full disassembly

involves removal of the bolt assembly and the trigger group.

Any disassembly beyond this should only be performed by

a competent gunsmith.

2. Under most circumstances, first remove the barrel and

gas system components as explained under “Initial

Assembly/Takedown.” It is acceptable for the trigger

group to be removed without removing the barrel —

although it makes sense to remove the barrel if you are

cleaning your gun.

3. After removing the barrel and forearm, it is good prac-

tice to immediately screw the magazine cap back onto the

magazine.

4. VERY IMPORTANT: The bolt must be slowly moved

from the open to the forward, closed position. You must

FIGURE 15

Carefully lower the bolt forward to 

the closed position. You can damage

the receiver by slamming the bolt

closed with no barrel installed.
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hold the bolt handle with one hand while depressing the

carrier release button with the other (See Figure 15). Use

extreme caution. If you allow the bolt assembly to slam

closed with the barrel removed you can damage the

receiver and affect the function of your gun.

5. Place your gun with the trigger guard facing up, on a

suitable surface that will protect the receiver finish and

stock.

6. With the gun inverted, (trigger guard up) use a drive

punch or similar object to push inward on the trigger

group pins, using caution not to scratch the receiver (see

Figure 16). In the field the end of the bolt slide link can

be used to start the two pins out (of course you will have

to remove the bolt assembly — described below — before

doing this). Trigger group pins may be removed from

either side of the receiver. Push the trigger group pins

clear through to the other side of the receiver. Once the

pins are started out they can be pulled the rest of the way

out using your fingers (See Figure 17).

7. Grasp the trigger group and pull it up and out of the

receiver (See Figure 18).

8. Perform any cleaning of the parts and receiver cavity 

as necessary. 

DO NOT DISASSEMBLE THE TRIGGER GROUP

BEYOND THIS POINT. ANY MAINTENANCE

BEYOND THIS POINT SHOULD BE DONE BY 

A COMPETENT GUNSMITH, OUR SERVICE

CENTER OR A U.S. REPEATING ARMS

AUTHORIZED REPAIR CENTER.

FIGURE 16 FIGURE 17

Pull the pins completely free from

the receiver with your fingers.

Push out the trigger guard

pins. Be careful not to mar

or scratch the receiver.



HOW TO REASSEMBLE THE TRIGGER GROUP —

1. Make Sure the bolt is in the forward position. Use

extreme caution. If you allow the bolt assembly to slam

closed with the barrel removed you can damage the

receiver and affect the function of your gun. If the bolt is

not already forward, carefully and slowly lower it to the

closed position as explained previously.

2. Insert the trigger group back into the receiver. The

holes in the trigger group should line up with holes on

each side of the receiver. (If the hammer on the trigger

assembly has been inadvertently uncocked during clean-

ing , it helps assembly if it is recocked. Do this by simply

by pulling it back fully until it locks rearward.)

3. Reinsert the trigger guard pins, pushing them in with

your hand or gently tapping them into place with a plastic

or wooden mallet, again using caution not to scratch the

receiver.

4. Complete assembly by installing the gas system, barrel

and forearm as explained under “Initial

Assembly/Takedown.”

BOLT DISASSEMBLY/REASSEMBLY

The bolt can be removed for normal maintenance or if

the action becomes excessively dirty or wet. The Super X2

is designed to allow full disassembly of the bolt assembly

in the field, without any tools. Although it is possible 

to remove the bolt with the trigger group in place, the

correct procedure when removing the bolt is to always

remove the trigger group first. Removing the bolt without

removing the trigger group could allow the bolt to spring

out the front of the receiver, damaging or losing parts or

causing injury to you or others.

HOW TO REMOVE THE BOLT ASSEMBLY — 

1. First, always remove the barrel assembly as explained

earlier in this manual under “Initial

Assembly/Takedown.”

2. VERY IMPORTANT: As explained previously, with

the barrel removed you MUST carefully and slowly lower 

the bolt forward from the open position to the forward,
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FIGURE 18

Remove the trigger group

from the receiver.
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closed position. To do this hold the bolt handle with one

hand while depressing the carrier release button with the

other to prevent slamming the bolt forward and damaging

the receiver.

3. Remove the trigger group as explained under “Trigger

Group Disassembly/Reassembly.”

4. Remove the bolt handle by pulling the handle outward,

to the right, away from the bolt. It is held in place with a

ball-detent system that may take a little effort to pull free.

5. Slide the bolt and bolt slide forward and out of the

front of the receiver (See Figure 19).

6. The bolt and bolt slide can be separated for cleaning

(See Figure 20). Perform any cleaning of the bolt and

receiver cavity as necessary.

DO NOT DISASSEMBLE THE BOLT ASSEMBLY

BEYOND THIS POINT.

HOW TO REINSTALL THE BOLT ASSEMBLY —

Under usual conditions, the trigger group should also

have been removed at this point. Reinstallation of the

bolt assembly is somewhat easier with the trigger group

removed.

1. Reassemble the bolt and bolt slide as shown 

(See Figure 21).

2. Place the bolt assembly back in the receiver, bolt slide

link end first (See Figure 22). Line the rails on the bolt

slide with slots in the bottom of the receiver.

3. Guide the bolt slide link into its socket in the recoil

FIGURE 19 FIGURE 20

Separate the bolt and bolt slide for easy cleaning.Remove the bolt assembly forward,

out the front of the receiver.

Bolt

Bolt Slide
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spring follower (See Figure 23). The socket can be seen at

the rear of the receiver cavity. It is the cupped-shaped

part that forms a recess for the bolt side link to rest in.

Become familiar with how the slide fits into the socket. It

helps to keep the receiver pointing slightly upward to

assure that the bolt slide link does not come out of the

recoil spring follower until the barrel is reinstalled. VERY

IMPORTANT: If when your gun is fully assembled it will

not function properly and the action will not open, the

bolt slide link is likely not properly in place in the recoil

spring follower socket. (It is possible, with practice to fit

the bolt slide link into the recoil spring follower even

with the trigger group installed, by holding the gun 

vertically and aligning the link into the socket while

looking through the bolt handle slot on the right side of

the receiver. This is handy if you are simply reattaching

the barrel assembly after storage and the bolt has inadver-

tently moved forward and the bolt slide link has come out

of the socket.)

4. Replace the bolt handle by pushing it in (cupped side

toward the front) until it engages in the ball-detent. (See

Figure 24).

5. Again, observe that the bolt slide link and recoil spring

follower are properly engaged. (You can also confirm this

by pulling back a bit on the bolt handle. You will feel the

recoil spring compress as you pull back. Do this very slowly,

and make sure you control the bolt as the bolt slide link

may not be properly seated into the recoil spring follower

socket. Repeat step 3 above, making sure that they are

FIGURE 22

When installing the bolt assembly, make sure you install 

it link end first. Line up the rails with the receiver. 

FIGURE 21

Reassemble the bolt and bolt slide.
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installed correctly. Remember the bolt cannot lock rear-

ward with the trigger group removed.

6. Reinstall the trigger group as explained previously (if it

was removed).

7. With the trigger group installed, pull the bolt fully back

until it locks in the rearward position. 

TO PREVENT SLAMMING THE BOLT FORWARD

AND DAMAGING THE RECEIVER, DO NOT

PRESS THE CARRIER RELEASE BUTTON

UNTIL INSTALLATION IS COMPLETE.

8. Replace the gas system, barrel and forearm as explained

previously.

9. Again, work the bolt fully to the rear until it locks

open. If it will not complete its rearward movement and

will not lock rearward, you likely have not properly

installed the bolt slide link into its socket in the recoil

spring follower. Refer to step 3 above.

10. With all parts installed (including the barrel) your 

Super X2 is fully assembled. It is now allowable to lock

the bolt rearward then let is slam forward (closed) by

pressing the carrier release button. Be sure to always 

keep your fingers clear of the ejection port when closing

the action.

FIGURE 23 FIGURE 24

Carefully guide the

bolt slide link into its

socket in the recoil

spring follower. 

This must be done

correctly or your gun

will not function.

Replace the bolt handle by 

pushing it in until it snaps into

place in the spring-detent. 

You can feel it snap into position.

Bolt Slide Link

Socket in the recoil

spring follower
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INVECTOR® PLUS CHOKE TUBE SYSTEM

The Super X2 is fitted with one of the most popular and

universally accepted choke tube systems on the market:

Invector-Plus. Your Super X2 Shotgun is specially

designed for this system only. This means:

• It has a back-bored barrel.

• It is threaded to accept Invector-Plus choke tubes only. 

The Invector-Plus system allows you to configure your

Super X2 for the pattern and/or choke constriction your

hunt demands. The system gives you the most highly

engineered choke tapers — designed to produce the best

possible patterns for target and field situations. Plus, it is

extremely easy to switch choke constrictions to match

your shooting conditions. Invector-Plus tubes are fully

steel and lead shot compatible. Most Invector-Plus choke

tubes fit flush with the muzzle when installed. A special

choke tube wrench is provided to remove and tighten

these tubes.

Invector-Plus choke tubes are NOT interchangeable with

any other choke tubes on the market including chokes

listed as "Standard Invector" or Winchester’s current line

of "WinChoke" choke tubes.

USE ONLY CHOKE TUBES MARKED INVECTOR

PLUS IN YOUR SUPER X2. USE ONLY THE

APPROPRIATE GAUGE OF INVECTOR PLUS

CHOKE TUBES AS MARKED ON YOUR 

SUPER X2 SHOTGUN.

Failure to follow these warnings may damage your gun

and cause injury to yourself and others. A special "Plus"

choke tube wrench is provided to remove and tighten

Invector-Plus choke tubes.

DO NOT FIRE THIS SHOTGUN WITHOUT 

HAVING AN INVECTOR CHOKE TUBE

INSTALLED. PERMANENT DAMAGE MAY

RESULT TO THE THREADS.

CAUTION: WHENEVER HANDLING ANY SHOT-

GUN FOR THE PURPOSE OF REMOVING OR

INSTALLING A CHOKING DEVICE, MAKE

ABSOLUTELY CERTAIN THE GUN IS FULLY

UNLOADED, AND THE BOLT OR BREECH IS

OPEN! NEVER ATTEMPT TO REMOVE OR

INSTALL A SHOTGUN CHOKING DEVICE ON 

A LOADED FIREARM!

TUBE REMOVAL — 

1. UNLOAD YOUR SUPER X2 SHOTGUN
FULLY. INSPECT THE CHAMBER, FEED
MECHANISM AND MAGAZINE TO MAKE SURE
THEY DO NOT CONTAIN ANY SHELLS. 
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2. Open the action, locking it rearward, and place the

“safety” in the “on safe” position.

3. Use the Invector Plus wrench to loosen the tube, turn-

ing it counterclockwise. Finger twist the tube the rest of

the way out of the barrel.

TUBE INSTALLATION — 

1. UNLOAD YOUR SUPER X2 SHOTGUN
FULLY. INSPECT THE CHAMBER, FEED
MECHANISM AND MAGAZINE TO MAKE SURE
THEY DO NOT CONTAIN ANY SHELLS. 

2. Open the action, locking it rearward, and place the

“safety” in the “on safe” position.

3. Before installing a tube, check the internal choke tube

threads in the muzzle, as well as the threads on the

Invector-Plus choke tube to be sure they are clean.

Lightly oil the threads with a high quality light weight oil.

4. Using your fingers, screw the appropriate tube into the

muzzle end of the barrel, tapered end first, notched end

outward. When it becomes finger tight, use the Invector-

Plus choke tube wrench to firmly seat the tube.

THE INVECTOR PLUS CHOKE TUBE SHOULD

BE PERIODICALLY CHECKED TO ASSURE

THAT IT IS TIGHT AND FIRMLY SEATED.

BEFORE CHECKING, FOLLOWING THE SAFETY

GUIDELINES OUTLINED ABOVE. 

SELECTING THE CORRECT INVECTOR-PLUS TUBE — 

The Invector-Plus choke system is fully compatible with

factory lead or steel shot loads. The conversion chart

includes both lead and steel shot information. Lead and

steel shot perform differently in tubes with the same

choke constriction. For this reason, both lead and steel

designations have proven necessary. In fact, even larger

steel shot diameters result in different patterns than small-

er steel shot sizes. Each designation is inscribed on each

choke tube.

To help you choose the correct choke tube for each target

shooting and hunting situation, all Invector-Plus choke

tubes are inscribed on the side with abbreviations for the

patterns they produce with both lead and steel shot.

Each tube also features identification notches located on

the top rim of each tube (see Figure 25 and 26). These

notches are a code to allow you to determine the choke

designation while the tube is installed. Rim notches refer

specifically to lead shot. You will need to use the chart

below to cross-reference from lead to steel, and determine

the appropriate tubes for your ammunition and

hunting/shooting situation.



CHOKE TUBE RIM CODES AND PATTERNING

Rim Pattern With Pattern With

Notches Lead Shot Steel Shot

Knurled** X-Full Turkey **

I Full *

II Imp. Modified Full1

III Modified Full1

IIII Imp. Cylinder Modified

IIIII Skeet Imp. Cylinder

No Notches Cylinder Cylinder
• Not for use with steel shot. Using an over-tight choke constriction

with steel shot will result in an ineffective “blown” pattern.

** Extra Full Special with knurled rim. Do not use with steel shot.
1When more than one choke designation is listed for a given steel

shot pattern, use the more open choke listed for high velocity, larger

shot size steel loads.
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FIGURE 26
Extra Full Turkey Special

No rim notch code. Knurled extension protrudes beyond muzzle.

Large notches are for choke tube wrench.

FIGURE 25

Small notches are the choke code. 
Large notches are for the choke tube wrench. 

Tube Notch Codes (Lead shot designations)

1 Notch: Full 2 Notches: 
Improved Modified

3 Notches: Modified

4 Notches: 
Improved Cylinder

5 Notches: Skeet No Notches: Cylinder



USE OF EXTRA BARRELS

A good way to extend the utility and usefulness of your

new Super X2 is with an extra barrel. All Winchester

Super X2 semi-auto shotgun barrels are completely inter-

changeable within gauge and chamber length. No special

fitting is required.

Some important restrictions must be observed:

1) Never use a barrel with a 3 1/2” chamber in a Super X2

designed for barrels with a 3” chamber.

2) Never use a barrel with a 3” chamber in a Super X2

designed for barrels with a 3 1/2” chamber.

3) Never use any other barrel from any other manufacturer

on your Super X2. Some other brands may seem similar,

but the barrels are not interchangeable.

5) Never use any barrel from a Winchester shotgun made

in the past, including barrels for the original Super X

Model 1 shotgun.

FAILURE TO FOLLOW THESE INSTRUCTIONS

COULD RESULT IN INJURY TO YOURSELF OR

OTHERS.

CLEANING AND MAINTENANCE SUGGESTIONS

Your Super X2 will function better and more reliably over

a longer period of time if it is properly maintained and

kept clean.

BEFORE PERFORMING ANY CLEANING 

PROCEDURES, ALWAYS MAKE CERTAIN

THERE ARE NO SHELLS IN THE CHAMBER,

MAGAZINE OR ACTION/FEED AREAS.

You should clean your Super X2 after every day 

of shooting and more often if it becomes excessively dirty. 

A minimum cleaning includes wiping down the action

and oiling key parts. Most regular maintenance will also

include cleaning the barrel. If you encounter a function

problem (tight action when working the 

forearm) be sure to give your gun a thorough cleaning to

see if it solves the problem before seeking the services of

our service facility or a competent gunsmith. To clean

your firearm, adhere to the following general guidelines.

CLEANING PROCEDURES —

BE CERTAIN YOUR GUN’S CHAMBER AND

MAGAZINE ARE UNLOADED. ALWAYS WEAR

PROTECTIVE SAFETY GLASSES DURING 

ALL CLEANING PROCEDURES. KEEP 

AMMUNITION AWAY FROM THE CLEANING
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AREA. DO NOT TEST THE FUNCTION OF

YOUR FIREARM WITH LIVE AMMUNITION.

ALWAYS PLACE THE SAFETY IN “ON SAFE”

POSITION BEFORE BEGINNING ANY CLEAN-

ING PROCEDURE. 

1. Use a cleaning rod with a tip and patch suitable for the

size of your Super X2’s bore. Make sure the patch is large

enough for a snug fit in the bore. Insert the rod and patch

into the barrel at the receiver end and run it back and

forth several times.

2. Inspect the chamber and bore for lead and powder 

fouling. A normal amount of powder residue can be

expected and is not serious. It can usually be removed by

repeating step one, using a patch saturated with solvent. 

If or when fouling should become heavy, it can be

removed with a brass bore brush. Dip or spray the brush

with solvent and scrub the chamber and bore until the

fouling is removed. To prevent brass bristles from breaking

off, the brush should be pushed completely through the

bore before being withdrawn.

3. After fouling has been removed the bore should be

wiped dry. Then pass a slightly oiled patch through the

bore, for preservation. A fine, light gun oil is recommended. 

4. Wipe all exposed metal surfaces of the receiver, forearm

and barrel with a clean rag. Finger marks should be

removed because they provide a place where moisture can

accumulate. Any dried oil in the receiver area should also

be removed. 

5. Lightly oil your gun at the points described under

“Oiling the Action” explained earlier in this manual.

Ordinary good judgment will, of course, indicate that the

metal of the gun should receive a light film of oil any time

the gun has been exposed to weather or handling. This 

is very important and must be done with every gun —

even stainless steel models. Remember, the polished, finely

fitted surfaces of the receiver and action mechanisms must

always have a thin film of oil. Make sure that the surfaces

of the breech bolt are especially clean and lightly oiled

with a high quality gun oil. 

6. INSPECT THE BARREL AND CHAMBER.
MAKE CERTAIN THAT NO PATCHES HAVE
BEEN INADVERTENTLY LEFT IN THEM.
REMOVE ANY THAT REMAIN.

7. Wipe all wood surfaces with a soft cloth.

8. When transporting only, store your Super X2 in a quality

protective case to prevent scratches and dents. Store in a

dry place to prevent corrosion. Store away from children.

MAKE SURE YOUR SHOTGUN IS UNLOADED

AND ALWAYS STORE AMMUNITION 

SEPARATELY.
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DO NOT TAKE YOUR GUN’S ACTION APART

BEYOND WHAT IS EXPLAINED IN THIS MANUAL.

This is a specialized, finely fitted mechanism; any attempt

to disassemble the trigger group or bolt mechanism may

mar it for life. It is unnecessary, and may do damage to 

the inner mechanism, to disassemble these components

for routine cleaning and oiling. Of course, misfortunes

(such as dropping your gun in water) require appropriate

attention, and in such circumstances we recommend you

immediately take your gun to a competent gunsmith.

CLEANING THE ACTION AND TRIGGER GROUP — 

1. When the action becomes excessively dirty, remove the

trigger group and bolt assembly from the receiver as

explained under “Bolt Disassembly/Reassembly.” Clean

with a good quality light oil, a gun solvent or spray

“scrub” as necessary, using an old toothbrush to loosen

any caked-on grime. Wipe the receiver cavity clean.

Lightly oil the cavity and wipe it dry. No further disas-

sembly is required for cleaning.

2. Reassemble as explained previously and wipe all exposed

metal surfaces with an oiled cloth, making sure to wipe

clean all finger marks where moisture will accumulate.

3. The barrel and action should be inspected to assure

that all cleaning patches have been removed and not

inadvertently left in the barrel or action.

CLEANING THE GAS SYSTEM — 

1. Remove the gas piston and piston sleeve from the 

magazine tube. Do no attempt to disassemble gas piston

components, it is not necessary for good maintenance and

risks loosing parts and damaging your gun. Spray the 

magazine tube with a good quality powder solvent and

wipe clean.

2. Spray the piston and bracket with a good quality pow-

der solvent. Brush them thoroughly to remove any

deposits (an old toothbrush is ideal). Spray the inside and

wipe off any buildup. NEVER USE A STEEL BRUSH
ON ANY OF THE GAS SYSTEM COMPONENTS. 

3. Complete the cleaning of the gas system by applying 

a very light film of gun oil to all parts for protection and

lubrication

CLEANING THE MAGAZINE SYSTEM —

It is a good idea — especially if your gun becomes exces-

sively dirty or very wet — to occasionally clean the 

magazine system. Remove the magazine spring retainer,

three shot plug, magazine spring and magazine follower by

following the instructions under “Magazine Plug” detailed

earlier in this manual.

Clean the inside of the tube using a rod and patch just as

you would clean a barrel. Carefully wipe off the spring and

3-shot adapter. Very lightly oil each component. Reinstall

all parts as explained earlier.
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CLEANING THE INVECTOR-PLUS CHOKE SYSTEM —

1. Do not use a brass brush to clean your barrel unless a

choke tube is installed in the barrel. Bristles could break

off and lodge in the threads, making installation and

removal difficult.

2. Regularly remove your gun’s tube in order to clean and

oil the threads inside the barrel, as well as on the choke

tube itself. This will protect the threads from being 

damaged and also prevent a dirt build-up that would cause

the choke tube to become difficult to remove from the

barrel. Clean the threads with solvent and a small, soft

brush like a toothbrush. Wipe completely clean and leave

a thin film of clean oil on the threads: both on the tube

and in the barrel. The threads of the choke tube and the

internal threads of the barrel should be cleaned after each

use and before the installation of a tube.

3. Be careful when removing/installing a tube. Use the

specially designed wrench. Damage can result to both

choke tube and barrel when attempting to remove sticky

choke tubes. 

4. Never fire your shotgun or run cleaning tools through

the barrel of any choke-tubed gun without having the

choke tube installed.

OTHER CLEANING SUGGESTIONS — 

• Never pour large quantities of oil into the receiver or

other parts. It can drain down to the wood and soften it

— and cause permanent damage and loosening of the

stock.

• After extended periods of heavy use, your shotgun

should be taken to a qualified gunsmith to have the action

disassembled for professional cleaning and lubrication.

• Camouflage and synthetic-stocked models require the

same care and cleaning as non-camouflage. Use the same

oils and solvents as described previous in this manual.

NEVER ATTEMPT TO TAKE YOUR SUPER X2

APART FURTHER THAN EXPLAINED IN 

THIS MANUAL.

This is a specialized, finely fitted mechanism. You may

permanently mar it by attempting to disassemble the

inner mechanism assemblies. If further disassembly for 

service or cleaning is required, take your gun to a U. S.

Repeating Arms Company recommended Authorized

Repair Center or a competent gunsmith as explained

under “Service or Repair.”
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ORDERING PARTS

To order parts, please write our parts department and 

furnish the following: your name, address, and telephone

number. Also specify the caliber, model, serial number

and grade of your Winchester gun. When we receive your

request, we will send an order form and a parts breakdown

with prices.

Write to:

Parts Department

U.S. Repeating Arms Company, Inc.

344 Winchester Avenue

New Haven, Connecticut 06511-1970

CAUTION: PARTS ARE MADE FOR

WINCHESTER BRAND GUNS MANUFACTURED

BY OR FOR U.S. REPEATING ARMS

COMPANY, INC., AND SHOULD NOT BE USED

IN OTHER GUNS EVEN THOUGH MODELS

MAY BE SIMILAR. IMPROPERLY FITTED

PARTS MAY BE DANGEROUS.

SERVICE OR REPAIR

If your Winchester firearm should ever need repair or 

service, please utilize one of the world-wide network of

U.S. Repeating Arms Company Authorized Repair

Centers (ARC) for Winchester firearms. A list of ARCs is

packaged with your new gun. If you have any questions

about how to obtain service, or to obtain a new list of

ARCs, call us at:

1-203-789-5000
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QUESTIONS

If you have other questions about Winchester rifles and

shotguns, call or write our Customer Service Department:

Customer Service

U.S. Repeating Arms Company, Inc.

275 Winchester Avenue

Morgan, Utah 84050-9333

Phone: 1-800-945-5237

WINCHESTER-GUNS.COM

U.S. Repeating Arms Company offers an information

resource for you on the world wide web. 

• List of authorized repair centers.

• Customer service information.

• Answers to many technical and historical questions.

• Links to helpful sites.

Go to:  www.winchester-guns.com
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You Are Responsible For Firearms Safety. 

 
As a gun owner, you accept a set of demanding responsibilities. How seriously you take these 
responsibilities can mean the difference between life and death. Failure to follow any of these 
instructions can cause extensive damage to your gun and/or possible serious injury or death to 
yourself and others. There is no excuse for careless or abusive handling of any firearm. At all 
times handle any firearm with intense respect for its power and potential danger. READ AND 

UNDERSTAND all of THE CAUTIONS AND PROPER HANDLING PROCEDURES 

OUTLINED IN THIS BOOKLET BEFORE USING YOUR NEW FIREARM.  
 
1. ALWAYS KEEP THE MUZZLE OF ANY FIREARM POINTED IN A SAFE DIRECTION.  
Do this even though you are certain the firearm is unloaded. Never point any firearm at 
anything you do not intend to shoot. Be extremely alert and aware of all persons and property 
within the range of your ammunition.   
 
2.   NEVER RELY TOTALLY ON YOUR SHOTGUN'S MECHANICAL "SAFETY" DEVICE. 

Always assume that your gun can be fired at any time, even with all the safety mechanism 
engaged. The word "safety" describes a gun's trigger block mechanism, sear block mechanism, 
hammer block mechanism or firing pin block mechanism. These mechanical devices are 
designed to place your gun in a SAFER status. No guarantee can be made that the gun will not 
fire even if the "safety" is in the "on safe" position. See "Operation of the Safety" in your 
owner’s manual for instructions on operation of your gun's "safety." 
 
3. LIKE ANY MECHANICAL DEVICE, A "SAFETY" CAN SOMETIMES FAIL; IT CAN BE 

JARRED OR INADVERTENTLY MANIPULATED INTO AN UNSAFE CONDITION. 

Mechanical "safeties" merely aid safe gun handling and are no excuse for pointing your 
shotgun's muzzle in an unsafe direction. 
While it is a good idea to "test" your shotgun's mechanical "safeties" periodically for proper 
function, never test them while your firearm is loaded or pointed in an unsafe direction. Safe 
gun handling does not stop with your gun's mechanical "safety" devices -- it starts there. 
Always treat this shotgun with the respect a loaded, ready-to-fire firearm. NEVER TEST THE 

MECHANISM OF ANY FIREARM WHILE IT IS LOADED OR POINTED IN AN UNSAFE DIRECTION. 
 
4. WHENEVER YOU HANDLE A FIREARM, OR HAND IT TO SOMEONE MAKE SURE IT IS 

COMPLETELY UNLOADED.  
Always open the action immediately and visually check the chamber magazine. Make certain 
the chamber does not inadvertently contain any ammunition.  Always keep the chamber empty 
and the "safety" in the "on safe" position unless shooting is imminent. 
  
5. DO NOT TRANSPORT ANY FIREARM LOADED. KEEP ALL FIREARMS UNLOADED 

DURING TRANSPORT, WHETHER IN A SCABBARD, GUN CASE, OR OTHER CONTAINER. 
 
6. HUNTING FROM ELEVATED SURFACES SUCH AS TREE STANDS IS DANGEROUS.  
Doing so may increase the risk of handling a firearm. The following rules should always be 
observed by you and those you hunt with: Always make certain that the stand being used is 
safe and stable. Always make certain that your firearm is unloaded when it is being taken up 
and down from the stand. Always make certain that your firearm is not dropped from the stand, 
or dropped while it is being taken up or down from the stand. Remember, a loaded firearm 
may discharge when dropped, even with the safety in the "on safe" position. 
 
 
 
 
 



7. BEWARE OF BARREL OBSTRUCTION. 

Do this for the safety of both your gun and yourself. Mud, snow, and an infinite variety of 
other objects may inadvertently lodge in a barrel bore. It takes only one small obstruction to 
cause dangerously increased pressures that can ruin (swell or rupture) the finest shotgun barrel. 
BEFORE CHECKING FOR A BARREL OBSTRUCTION, BE CERTAIN YOUR FIREARM IS FULLY 

UNLOADED. 
Make sure no live rounds are in the chamber. Place the safety in the "on safe" position, open 
the breech or action and look through the barrel to be sure it is clear of any obstruction. If an 
obstruction is seen, no matter how small it may be, clean the bore with a cleaning rod and 
patch as instructed for your particular firearm. Before the first firing, clean the bore with a 
cleaning rod and patch, and wipe away any anti-rust compounds in the action/chamber areas.  
 
8. ALWAYS UNLOAD ALL FIREARMS WHEN NOT IN USE. 
As a safety precaution, it is preferable to disassemble your gun for storage. Your 
responsibilities do not end when your firearm is unattended. Store your gun and ammunition 
separately -- well beyond the reach of children. Take all safeguards to ensure your firearm does 
not become available to untrained, inexperienced or unwelcome hands. 
 
9. USE THE PROPER AMMUNITION. 

The barrel and action of all Browning firearms have been made with substantial safety margins 
over the pressures developed by established American commercial loads. Nevertheless, 
Browning assumes no liability for incidents which occur through the use of cartridges of 
nonstandard dimensions which develop pressures in excess of commercially available 
ammunition with standards established by the Sporting Arms and Ammunitions Manufacturers' 
Institute (SAAMI). 
BE ALERT TO THE SIGNS OF AMMUNITION MALFUNCTION. 

If you detect an off sound or light recoil when ammunition is fired, DO NOT LOAD MORE 

AMMUNITION INTO THE CHAMBER. Open the action and remove all ammunition from the 
chamber. With the action open, glance down the barrel to make sure that a wad or other 
obstruction does not remain in the barrel. If there is an obstruction, completely clear the barrel 
before loading and firing again. Failure to follow these instructions can cause extensive 
damage to your gun and possible serious injury to yourself and others. 
  
10. MAKE SURE OF ADEQUATE VENTILATION IN THE AREA THAT YOU  

DISCHARGE A FIREARM. WASH HANDS THOROUGHLY AFTER EXPOSURE TO AMMUNITION 

OR CLEANING A FIREARM. 

 Lead exposure can be obtained from discharging firearms in poorly ventilated areas, 
cleaning firearms or handling ammunition. Lead is  
a substance that has been known to cause birth defects, reproductive harm and other serious 
injury.  
 
11. NEVER INSERT A SHELL OF THE INCORRECT GAUGE IN ANY SHOTGUN. The gauge of 
your shotgun is marked on the side of the barrel. Store all shells of different gauges in 
completely separate and well-marked containers. Never store shells of mixed gauges in a 
common container or in your pockets.  
 EXAMINE EVERY SHELL YOU PUT IN YOUR GUN. NEVER PUT A 20 GAUGE SHELL IN A 

12 GAUGE GUN.  The most common way to bulge or rupture a shotgun barrel is to drop a 20 
gauge shell into a 12 gauge chamber. The 20 gauge shell, unfortunately, will not fall 
completely through the barrel; its rim is caught by the front of a 12 gauge chamber. Your gun 
will misfire (with the chamber appearing to be empty). It is then possible to load a 12 gauge 
shell behind the 20 gauge shell. If the 12 gauge shell is then fired, the result will be a so-called 
“12-20 burst” which can cause extensive damage to your gun and possible serious injury to 
you and others. 



  
12. USE SHELLS OF CORRECT LENGTH. 

The size of the chamber is inscribed, along with gauge and choke designations, on the side of 
the barrel.  Do not use 31/2" shotgun shells in a shotgun or barrel with a 2 3/4" chamber or 3" 
chamber.  Do not use 3" shells in a shotgun chambered for a 2 3/4" shells. Doing so can result 
in a build-up of dangerously high pressures that may damage your gun and possibly cause 
serious injury to yourself or others. 
 
13. DO NOT SNAP THE FIRING PIN ON AN EMPTY CHAMBER -- THE CHAMBER MAY NOT 

BE EMPTY! 

Treat every gun with the respect due a loaded gun, even though you are certain the gun is 
unloaded. 
 
14. KEEP YOUR FINGERS AWAY FROM THE TRIGGER WHILE LOADING AND UNLOADING 

UNTIL YOU ARE READY TO SHOOT. 

 
15. BE SURE OF YOUR TARGET AND BACKSTOP. Particularly during low light periods. 
Know the range of your ammunition. Never shoot at water or hard objects. 
 
16.  ALWAYS UNLOAD THE CHAMBER AND MAGAZINE OF ANY FIREARM BEFORE 

CROSSING A FENCE, CLIMBING A TREE, JUMPING A DITCH OR NEGOTIATING OTHER 

OBSTACLES. 

Never lean or place your loaded shotgun on or against a fence, tree, car or other similar object. 
 
17. WEAR EYE AND EAR PROTECTION WHEN SHOOTING. Unprotected, repeated exposure 
to gunfire can cause hearing damage. Wear ear protectors (shooting earplugs or muffs) to 
guard against such damage. Wear shooting glasses to protect your eyes from flying particles. 
Always keep a safe distance between the muzzle of your firearm and any persons nearby, as 
muzzle blast, debris and ejecting shells could inflict serious injury. Also, wear eye protection 
when disassembling and cleaning all firearms to prevent the possibility of springs, spring-
tensioned parts, solvents or other agents from contacting your eyes. 
 
18. DROPPING A LOADED GUN CAN CAUSE AN ACCIDENTAL DISCHARGE. 

This can occur even with the "safety" in the "on safe" position. Be extremely careful while 
hunting or during any shooting activity to avoid dropping any firearm. 
 
19.  IF ANY FIREARM FAILS TO FIRE, KEEP THE MUZZLE POINTED IN A SAFE DIRECTION. 

Hold this position for a minimum of 30 seconds. Carefully open the action and remove the 
shell. If the primer is indented, the shell should be disposed of in a way that cannot cause harm. 
If the primer is not indented, your firearm should be examined by a qualified gunsmith and the 
cause of the malfunction should be corrected before further use.  
 
 

20. BE DEFENSIVE AND ON GUARD AGAINST UNSAFE GUN HANDLING AROUND YOU 

AND OTHERS. Don’t be timid when it comes to gun safety. If you observe other shooters 
violating any of these safety precautions, politely suggest safer handling practices. 
 
21. BE CERTAIN YOUR SHOTGUN IS UNLOADED BEFORE CLEANING.  
Because so many accidents occur when a firearm is being cleaned, special and extreme care 
should be taken to be sure your gun is unloaded before disassembly, cleaning and reassembly. 
Keep ammunition away from the cleaning location. Never test the mechanical function of any 
firearm with live ammunition. 
 



22. SUPERVISE AND TEACH FIREARMS SAFETY TO ALL MEMBERS OF YOUR FAMILY -- 

ESPECIALLY TO CHILDREN AND NONSHOOTERS. 

Closely supervise newcomers to the shooting sports. Encourage enrollment in hunting/shooting 
safety courses. 
 
23. NEVER DRINK ALCOHOLIC BEVERAGES OR TAKE ANY TYPE OF DRUGS BEFORE OR 

DURING SHOOTING. 

Your vision and judgment could be dangerously impaired, making your gun handling unsafe to 
you and to others. 
 
24. PERFORM PERIODIC MAINTENANCE -- AVOID UNAUTHORIZED SERVICING. 

Your firearm is a mechanical device which will not last forever, and as such, is subject to wear 
and requires periodic inspection, adjustment and service. Browning firearms should be 
serviced by a Browning Recommended Service Center or by Browning's service facility in 
Arnold, Missouri. Browning cannot assume any responsibility for injuries suffered or caused 
by unauthorized servicing, alterations or modifications of Browning firearms. 
 
25.  READ AND HEED ALL WARNINGS in these instructions, on ammunition boxes and with 
all accessories that you install on your firearm. It is your responsibility to secure the most up-
to-date information on the safe handling procedures of your Browning gun. Browning assumes 
no liability for incidents which occur when unsafe or improper gun accessories or ammunition 
combinations are used.  
 
26. Browning reserves the right to refuse service on firearms that have been altered, added 
to or substantially changed. Removal of metal from barrel(s), or modification of the firing 
mechanism and/or operating parts may lead to Browning’s refusal of service on such firearms. 
Browning will charge the owner for parts and labor to return the firearm to original Browning 
specifications. 
 
  
DO NOT, UNDER ANY CIRCUMSTANCES, ALTER THE TRIGGER, SAFETY OR 

OTHER PARTS OF THE FIRING MECHANISM OF THIS OR ANY OTHER 

FIREARM. FAILURE TO OBEY THIS WARNING MAY RESULT IN INJURY OR 

DEATH TO YOURSELF OR OTHERS. 

 

BE CAREFUL!  
 



U.S. Repeating Arms Company, Inc.

344 Winchester Avenue

New Haven, Connecticut, U.S.A. 06511-1970

Administrative Offices:

275 Winchester Avenue, Morgan, Utah 84050-9333

Licensee

Winchester  t rademarks  l icensed f rom Olin Corporat ion.
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No gun works harder than the Winchester® Super X2. If one word has to be used to describe the new Super X2 it would

be reliability. No wonder it’s called “the gun that works.” But the Super X2 is more than a hardworking shotgun. It has been

acclaimed by gunwriters and hunters all across the world for its advanced, uniquely simple design. And for features like its 

balanced handling, due in part to its all-alloy receiver. Its pointability that comes from a shorter receiver length and wide rib. 

Its weather-resistant durability from its composite stock. Its ability to handle a full spectrum of loads with steel, lead, bismuth or

tungsten shot. And its exceptional patterning, the result of the Invector Plus® choke system and a back-bored barrel. Durable 

composite-stock models come in your choice of 3-1/2" magnum versions as well as the top performing 3" version. No wonder it

received the Shooting Industry Academy of Excellence “1999 Shotgun of the Year,” and also the 1999 Guns & Ammo Reader’s

Choice “Gun of the Year.” 

S U P E R  X 2 T M

3 - 1 / 2 "  A N D  3 "  M A G

Super X2 3" 

With black composite stock.

Super X2 3 1/2" 

In Mossy Oak® Shadow Grass™.

(Shown in large photo below with black stock.)
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Simplicity breeds reliability. 

As a Super X2 fires, the self-

contained piston assembly moves

the composite sleeve rearward

under gas pressure, unlocking the

bolt with a single rearward push

from the actuating rod. No action

arms are required so there are no

large openings to allow gas

residues into the action. The piston

has no external O-rings or attached

linkages — it is one self-contained

unit. The piston acts as an 

automatic valve: utilizing only the

amount of gas necessary to work

the action. The result is more 

consistent bolt speed regardless of

the loads you shoot. You can see it

in the consistent ejection path of

empties. The gas system is the key

to the Super X2’s reliability and 

versatility. And the added advan-

tage of lower felt recoil from gas

operation improves your comfort

and gets you back on target for

faster follow-up shots.

SUPER FAST. SUPER RELIABLE.

See page 11 for specifications.

Made to handle the loads you use.

3-1/2" versions handle a full range

of factory field loads including 2 3/4"

(1 1/8 oz) field loads, 3" Magnum

loads and 3 1/2" Magnum loads.

You get all this load versatility with a

level of softer recoil that is not possi-

ble with a recoil-operated autoloader.

Super X2 3 1/2"

SUPER X2TM 3 1/2"

Choose the all-black composite stock

version or composite with Mossy

Oak® Shadow Grass™ camo. Both

shoot all factory field loads from 

2 3/4" (1-1/8 oz.) to 3 1/2"

Magnum. Both feature a removable

barrel with a floating ventilated rib

fitted with a white front bead. Sling

swivel studs on stock and maga-

zine cap standard. 3 1/2" chamber. 

SUPER X2TM 3" 

This model is the bad weather

workhorse of the 3" Super X2.

It features a durable composite stock

and forearm. Exposed metal 

surfaces are finished to a low-

luster. It has a specially designed

gas system that lets you reliably

shoot all loads from the heaviest

factory 3" Magnums to light 2 3/4"

(1 oz.) field loads.
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LESS RECOIL. 
TIGHTER PATTERNS.
FASTER FOLLOW-UPS.

Super X2 NWTF Turkey 3 1/2"
Removable TRUGLO® sights.

Super X2 NWTF Turkey 3 1/2"
Mossy Oak® Break-Up™ camo

and removable TRUGLO® sights.

The autoloader that supports the National Wild Turkey Federation. The Super X2 action is perfect for the demands of

turkey hunting with its low recoil, good balance and fast follow-ups. That’s one reason it carries the “Team NWTF” logo on its

right side. Everything about it speaks to turkey hunting. Like its recoil reduction. It is impossible to describe the significant recoil

reduction you get with a Super X2 autoloader. This gives you the freedom to choose the heavy loads you want and get the 

practice you need with the loads you shoot. The three-dot removable TRUGLO® sight system is made to give you an advantage

under real turkey hunting conditions: helping you get on target in the low light conditions of early morning or in the flat light of

overcast days. Sights are durably mounted on a floating ventilated rib. The Turkey model is very fast to the point with its 

maneuverable 24" barrel. The center-oriented balance lets you hold in shooting position much longer with greater steadiness. No

wonder the Super X2 is already the most popular Winchester autoloader turkey gun ever. For the year 2001, each of the

Winchester Super X2 turkey guns below support the conservation efforts of the National Wild Turkey Federation, and show it with

the “Team NWTF” logo printed on the buttstock.

S U P E R  X 2 T M

N W T F  T U R K E Y  M O D E L S



Extra Full Turkey tube.Tight, tight patterns.

A turkey gun is only as good as its tightest pattern.

Super X2 Turkey guns come with an Invector Plus

Turkey Special choke tube. Invector Plus tubes are

used on the best selling target guns in the world

because of their consistent, tight patterns. And the 

Invector Plus Extra Full Turkey tube is the tightest 

shooting choke tube in the Invector Plus lineup.

Not only are patterns tight overall, but core densities

are specifically configured for turkey hunting.

(Appearance may vary.)

SUPER X2TM NWTF TURKEY 3 1/2"

Features a 3 1/2" chamber, a 24" barrel and TRUGLO® fiber optic front and

rear sights (like those featured on Model 1300 NWTF guns). Durable 

composite stock and forearm. Magazine and buttstock studs standard. Low

recoil gas-operation. Choose all non-glare black or Mossy Oak® Break-Up™

camo, both with the exclusive “Team NWTF” logo on the stock. Shoots all

factory field loads from 2 3/4" (1 1/8 oz.) to 3 1/2" Magnum. Includes 

X-Full Turkey Special, extended Invector Plus® choke tube. 

See page 11 for specifications.

The low-light advantage of

TRUGLO. NWTF models feature

adjustable three-dot sights which

capture all available light, making it

easier to get on target in shady

areas and during morning hours.

Front and rear sights attach solidly

to the rib, yet remove easily, adding

versatility to your Super X2.

Super X2 NWTF Turkey 3 1/2" Mossy Oak® Break-Up™ 
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Winchester proudly supports

the NWTF. So can you. With

your purchase of a Winchester

National Wild Turkey Federation

(NWTF) Turkey Model, you support

the most important turkey 

conservation organization in the

world. No group does more to

expand and protect habitat and

increase hunting opportunities across

North America.With your new gun

you receive the opportunity to join

NWTF and receive a special NWTF

hat, video and six-issue subscription

to Turkey Call magazine.

TM
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Super X2 
Sporting Clays

New Sporting Clays — target load versatility. It is only natural for an autoloading shotgun with such an acclaimed record

for reliability and durability to take its place in the world’s competitive shooting circles. You get all the great handling of the 

Super X2 design plus extreme light load versatility . . . yet the New Sporting version goes one step further in versatility — giving

you an additional, accessory gas piston (included) that lets you shoot the full range of sporting loads from light factory 7/8 oz. to 

1 1/8 oz. loads with the high reliability you must have. The second piston handles heavier target loads and up to 3" Magnum

hunting loads. Included stock shims let you adjust stock cast and drop for the perfect fit. 

3" Super X2 Field guns — handling perfection. Many do not need the payload (or recoil) of 3 1/2" shells to get the job done.

What you want are the benefits of phenomenal handling and function with the 2 3/4" and 3" loads you like to shoot. Hold a 

Super X2 3" in your hand under the center of the compact, balanced receiver. Quickly bring it to shoulder. Notice the instant 

alignment of barrel to both body and eyes. Throw it to your shoulder as if a bird has flushed. Notice the smooth acceleration of

the barrel and the way it tracks reliably. With the Super X2 it’s as if superb hand-eye coordination comes as a standard feature. 

S U P E R  X 2 T M

3 "  S P O R T I N G  &  F I E L D   

Super X2 3" 
Magnum Field
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ULTIMATE BALANCE AND
HAND-EYE COORDINATION.

SUPER X2TM FIELD 3" 

For many, this is the Winchester®

autoloader you’ve waited for for

decades. And we haven’t held back

on quality and features. You get the

super reliable Super X2 design 

coupled with the traditional looks

of walnut and deep bluing.

Beautifully finished satin walnut

stock complemented by the low

luster receiver and barrel. Brightly

polished bolt. Go from pheasants to

quail to clay birds without feeling

out of place for a moment.

Barrel NominalNominalNominalNominal U.S.
Item Length Shotshell Overall Length Drop at Drop at
Weight Sugg.
Number Ga. & TypeChamber Capacity* Chokes Length of Pull Comb Heel
(Lbs.) Retail

S U P E R  X 2 T M S H O T G U N S  

3-1/2" MODELS
3-1/2" MAGNUM (BLACK SYNTHETIC STOCK)

511-001250 12 26" 3-1/2 Mag. 5 Invector + (3) 47" 14-1/4" 1-

3/4" 2" 7-3/4 $936

511-001246 12 28 3-1/2 Mag. 5 Invector + (3) 49 14-1/4 1-

3/4 2 8 936

3-1/2" NWTF TURKEY (BLACK SYNTHETIC STOCK)

511-022257 12 24"3-1/2"Mag. 5 Invector + XF 45" 14-1/4" 1-3/4"

2" 7-1/2 997

3-1/2" NWTF TURKEY (MOSSY OAK BREAK-UP CAMO)

511-021257 12 24"3-1/2"Mag. 5 Invector + XF 45" 14-1/4" 1-3/4"

2" 7-1/2 1,080

3-1/2" CAMO WATERFOWL (MOSSY OAK SHADOW GRASS CAMO)

511-003246 12 28" 3-1/2" Mag. 5 Invector + (3) 49" 14-1/4" 1-

3/4" 2" 8 1,080

3" MODELS
3" SPORTING CLAYS

511-006446 12 28" 3" Mag. 5 Invector + (SC) 49" 14-3/8" 1-

1/2" 2-3/8" 8 $1,206

I N V E C T O R  P L U S ® C H O K E  T U B E S  

Cylinder, Skeet, Improved Cylinder, Modified, Improved Modified or Full choke $24.00 ea.

sugg. retail

Notes:

* Includes one shotshell in chamber.

Capacity: Subtract one for 3" shells or 3-1/2" shells.

All are supplied with an Invector Plus wrench for 

removing and installing choke tubes.

All are supplied with a removable plug that limits 

magazine capacity to two shells.

Suggested retail prices are in U.S. dollars and are 

subject to change without notice.

Choke Abbreviations:

Invector + (3) = Invector Plus Choke System with 

three choke tubes supplied: Full, Modified and 

Improved Cylinder.

Invector + XF=Supplied with Extra Full Invector Plus

extended choke tube.

SC = Skeet, Improved Cylinder, Modified, Improved

Modified and Full choke tubes supplied.

All measurements and weights are nominal, and may

vary gun to gun.

Super X2  Field 3"

NEW SUPER X2TM

SPORTING CLAYS 3" 

The SX2 Sporting is a hard-work-

ing, specialized shotgun with the

extra features competitors need:

like a specially designed adjustable

sporting buttstock and a full 

selection of sporting choke tubes.

With its two supplied gas pistons

you cover the full range of factory

sporting ammo at its extremes —

with exceptional reliability. Supplied

with a set of stock adjustment

shims for a customized stock fit.

N E W

The Sporting model has two 

pistons to keep you covered.

One for heavy target up to heavy 3" 

magnum field loads.The other piston

for virtually all factory target loads

down to 7/8 oz.

Sporting model stock adjustment.

The avid Sporting Clays shooter will

appreciate the ability to adjust stock

dimensions for a more customized fit

using our spacer system (set of shim

spacers included -- drop and cast).

N E W

N E W

N E W



S A F E T Y  F I R S T .

When you consider the millions of

firearms in homes across the

country, you realize that gun 

owners have always been extra-

ordinarily safety conscious. We

want to help you even more in

your efforts. That’s why every new

Winchester gun comes with a gun

lock in the box from the factory.

The locks — either a cable-type

lock or trigger lock, depending on

your gun —  are very easy to use.

Using a lock can help prevent the

accidental firing of your Winchester

— protecting children and others.

For more information on firearms

safety contact the NRA on the web

at www.nra.org. Start or renew

your NRA membership today by

calling 1-800-NRA-3888.

W I N C H E S T E R

A P P A R E L .

A complete line of hunting and 

outdoor apparel made with the

quality and functionality of

Winchester’s famous firearms.

Winchester clothing is made to

work hard. Choose from outer-

wear designed for hunting big

game, upland and waterfowl.

Clothing made for layering. Or

shirts and pants for hunting and

casual wear. You’ll find the

entire Winchester hunting

and shooting clothing line at

www.winchester-clothing.com.

Licensee

Instruction manuals for all Winchester firearms in this or previous catalogs are available upon request at no charge. Owners of Winchester firearms without instruction man-

uals are encouraged to request one on-line or at the address below. All specifications in this catalog are subject to change without notice. Weights, stock dimensions, wood

appearance, etc., may vary slightly between individual firearms.Wood is a natural product. No two pieces are alike and variation between stocks is to be expected. U. S. Repeating

Arms Co. reserves the right to modify or change specifications without notice.We do our best to make sure this catalog is accurate at the time of printing.We apologize for

any errors in photographs, descriptions and specifications. Please note that the following current models are manufactured in Japan for U.S. Repeating Arms: Models 1885, 1886,

1892, 1895, 63 and 52B.The Super X2 shotgun is manufactured in Europe with components made in New Haven, Connecticut.The Supreme is manufactured in Belgium.

The following are trademarks of U.S. Repeating Arms Co.: Ultimate Classic, Black Shadow, Legacy, Angle Eject, Stainless Marine, Laredo, LRH. •  The following trademarks are

licensed from the Olin Corporation: Supreme, Super X, Super X2, Pre-’64, Big Bore, Defender, Featherweight, Super Grade, Model 70, Model 94, Model 1300, Model 1400, Model

9422, Model 1895, Model 63, Model 1892, Ranger, Super Express,Trapper,Winchester,WinChoke,WinCam,WinTuff,WinPlus, Model 12, Model 42, Model 52B, “The Gun That

Won The West” and “The Rifleman’s Rifle.” • Other trademarks used in this catalog: Mossy Oak Shadow Grass is a registered trademark of Mossy Oak. Invector Plus is a 

trademark of Browning.Trebark and Superflauge are trademarks of Haas Outdoors, Inc.TRUGLO is a trademark of Truglo, Inc. •  © Copyright, U. S. Repeating Arms Company,

Inc. September 2000. No part of this catalog may be reproduced without the written permission of U. S. Repeating Arms Company, Inc./Winchester Rifles and Shotguns.

Suggested retail pricing is approximate and subject to change without notice. If you have any questions concerning Winchester brand firearms, visit your Winchester firearms

dealer or feel free to write: Winchester Rifles and Shotguns, 275 Winchester Ave., Morgan, UT 84050-9333  •  Printed in U.S.A. •  GAC0010400/00-307

Winchester rifles and shotguns are made for or by U.S. Repeating Arms Company, Inc.

“Winchester” is a registered trademark licensed from the Olin Corporation.

For firearms: www.winchester-guns.com • For rugged outdoor clothing: www.winchester-clothing.com • For ammunition: www.winchester.com

winchester-guns.com

We proudly donate 

a portion of the sale of

every Winchester firearm

to the Heritage Fund,

to help preserve and 

promote the rightful 

tradition of firearms 

in America.
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W I N C H E S T E R S ® A R E

T H E GUNS THAT WORK.

Hard working reliability. Ask any one of the millions of

Winchester gun owners and they’ll agree that our reputation is

built on reliability. A Winchester is built tough, with superior

component fit and finish to allow parts to function consistently.

Winchesters work to keep you in the field or on the range when

other guns quit. But we don’t stop at reliability; we have the

shooter in mind as well. We carefully consider the ergonomics of

each gun, ensuring that a Winchester fits right, allowing you to

shoot your best when it counts most. For 2002, the Winchester

line-up of  firearms has grown to include a Packer version of the

Model 9410 — the  Shooting Industry Academy of Excellence

“2001 Shotgun of the Year.” The 300 WSM cartridge won the

prestigious “2001 Ammunition of the Year” award. This is

reason enough to expand our innovative Model 70 WSM line to

include two new calibers, the 270 WSM and 7mm WSM. You’ll

find new hard working Super X2TM variants like the Universal

Hunter, built to go where you go and hunt where you hunt. The

Model 1300 line has grown to include a Speed Pump for every

need. For 2002, Winchester has a model that will work for you.
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shotgunners, there is the new Super X2™ and Model 1300 Universal Hunter, for handling teal, turkeys and

everything in between. We’ve also teamed up with the National Wild Turkey Federation to offer proven

dependability in the new Model 1300 Short Turkey in Mossy Oak® Break-up™. Plus, there’s the versatile

Compact Sporting/Field which features the Speed Pump rotary bolt system.  Selected as “The Shotgun of the

Year,” the Model 9410 410 bore shotgun will be available in a new Packer version.  And, there’s more...

Universal Hunter p 27

Greenhead p 25

Cantilever Deer p 27

Practical MK II p 29

New Super X2™ Greenhead
New Dura-Touch™ stock surface finish gives the
Greenhead an all new look and feel. You’ll be
immediately reminded of the most famous of all wild
ducks when you see the new SX2 Greenhead. The
iridescent, deep green stock and forearm resemble the
feathers of the mallard drake. See page 25.

Universal Hunter p 35

Defender Combo p 36

Coastal Marine p 36

Sporting/Field p 30 

Sporting/Field Compact p 39

Buck & Tom (MOBU) p 32

Short Turkey (MOBU) p 34

New Model 1300 NWTF Short Turkey
This new Model 1300 has an 18" barrel and Extra-Long
Extra-Full Extended Turkey tube to give you the
advantage on any wild turkey. It also features TRUGLO®

sights and drilled and tapped receiver in Mossy Oak™
Break-up® (MOBU) camo. See page 34.

94 Heritage High Grade
Edition 1 of 1,000 p 40

94 Heritage Custom
Edition 1 of 100 p 40

New Model 94 Heritage Edition 1 of 1,000
The Limited Edition Heritage Model 94 is available
with a half octagon, half round, 26" long barrel and
full length magazine. Intricate engraving with gold
highlights and superbly finished stock and forearm
with endcap. See page 40.



Super X2 3 1/2"
With Mossy Oak® Shadow Grass™ composite stock.

Super X2 3" or 3 1/2" 
With durable black composite stock.

The Winchester® Super X2™ — reliability when it counts. Few shotguns have received the recognition given to the

Winchester Super X2, like “1999 Shotgun of the Year”, among others. And, while awards are great, Super X2’s consistently

prove their mettle where it matters most, in the field. Super X2 shotguns feature an advanced, yet simple, gas operation

system to ensure reliability with any load, under any circumstance. A short, all-alloy receiver keeps weight to a minimum

while maintaining exceptional balance. The back-bored barrel features the proven Invector-Plus™ choke system and is

designed with a wide rib for better target acquisition. Both the 3" and 3 1/2" models are available with tough, weather-

resistant composite stocks and forearms. All these features translate directly into the most rugged, most reliable autoloading

shotguns available.
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3" AND 3 1⁄2" MAG FIELD3" AND 3 1⁄2" MAG FIELD

WITH SX2 RELIABILITY
YOUR ANTICIPATION 

IS FOR THE BIRDS.See page 29 for specifications.

WITH SX2 RELIABILITY
YOUR ANTICIPATION 

IS FOR THE BIRDS.



Super X2 3" Field
Classic walnut stock and forearm, classic lines.

SX2 

SUPER X2™ 3 1/2"
COMPOSITE

The versatile Super X2 3 1/2" will

shoot all factory field loads from 

2 3/4" (1 1/8 oz.) to heavy 3 1/2"

magnums with ease. Two models

are available, an all black version

with a low luster finish on all

exposed metal surfaces and a

camouflage model finished in

Mossy Oak® Shadow Grass™. Both

feature a composite stock and

forearm, a ventilated rib barrel

fitted with a white front bead. Sling

swivel studs included.

SX2 

SUPER X2™ 3"
COMPOSITE

With a simple, reliable gas operating

system, the Super X2 3" allows you

to shoot the heaviest factory 3"

magnums, light 2 3/4" (1 oz.) field

loads and everything in between.

Plus, it offers the advantage of

reduced recoil for fast follow-up

shots. A true workhorse, the 3"

Super X2 features a rugged black

composite stock and forearm with

a low luster finish on exposed

metal surfaces. Sling swivel 

studs included.

SX2 

GREENHEAD 3 1/2"
COMPOSITE

Start with the proven Super X2 

3 1/2" action. Then add a rugged

composite stock and forearm

treated with Dura-Touch™ surface

designed to enhance durability and

feel in cold, wet conditions. The

symbolic “Greenhead” protective

finish is then applied. The 28"

Invector-Plus™ ventilated rib barrel

is fitted with a white front bead.

Three choke tubes and sling swivel

studs included.
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New Super X2 3 1/2" Greenhead

Durable new Dura-Touch™ finish. You have to 

feel it to believe it.

SX2 

SUPER X2 3" FIELD
WALNUT

A traditional walnut stock matched

with the workhorse Super X2

action — what more could you ask

for? The SX2 3" Field features a

satin finished walnut stock and

forearm with a deep blued receiver

and ventilated rib barrel. The

proven gas-operated design can be

counted on to perform, whether

you are after real or clay birds. 

Fowl weather reliability. A cold, snowy marsh isn’t the most forgiving

environment for a firearm. It is, however, a favorite for migratory birds.

Fortunately, the Super X2 is designed to be reliable and built tough for 

nasty conditions. It isn’t called the “gun that works” without reason.

Versatility for the loads you shoot. 3 1/2" SX2 shotguns handle the

full-range of factory field loads from 2 3/4" (1 1/8 oz) field loads to massive

3 1/2" magnum loads. All with the benefit of reduced recoil only possible with

a gas operated autoloader. (Not shown actual size.) 



Winchester® and the National Wild Turkey Federation — Partners in preservation.

Super X2™ 3 1/2" “Team NWTF” autoloaders are the most popular Winchester turkey autoloaders

ever. The foundation is the proven gas operated Super X2 action, offering significant recoil

reduction for fast follow-up shots and the freedom to shoot magnum hunting loads and light

practice loads interchangeably to hone your skills. Super X2 turkey guns are maneuverable and

fast handling with compact 24" ventilated rib barrels. Three dot, TRUGLO® fiber optic sights get

you on target in low and flat light conditions. In addition, for 2002, Winchester offers the new

Universal Hunter and the Cantilever Deer. The Universal Hunter is simply the most versatile 

Super X2 ever with the right combination of features to perform for summer practice, fall upland,

winter waterfowl and spring turkey. 
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TURKEY AND DEER MODELSTURKEY AND DEER MODELS

Super X2 NWTF Turkey 3 1/2"

Super X2 NWTF Turkey 3 1/2"

TM

Winchester proudly supports the

NWTF. So can you.With your

purchase of a Winchester National

Wild Turkey Federation (NWTF)

Turkey model, you support the

most important turkey

conservation organization in the

world. No group does more to

expand and protect habitat and

increase hunting opportunities

across North America.With your

new NWTF gun, you receive the

opportunity to join NWTF and

receive a special NWTF hat, video

and six-issue subscription to Turkey

Call magazine.

See page 29 for specifications.
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New Super X2 Cantilever Deer
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New Super X2 Universal Hunter

SX2 

NWTF TURKEY 3 1/2" 

Choose the Mossy Oak® Break-Up™

or the low luster, all black version —

both with the exclusive “Team

NWTF” logo on the stock. 24" barrel

with Extra-Full Invector-Plus® Turkey

choke tube standard. Reliable 

gas-operation for reduced recoil.

Shoots all factory loads from 2 3/4"

(1 1/8 oz.) to 3 1/2" magnum.

Durable composite stock and

forearm with magazine and stock

sling swivel studs standard. Three-

dot TRUGLO® sights.

SX2 

UNIVERSAL HUNTER 3 1/2"

This versatile new autoloader features

a durable Mossy Oak® Break-Up™

finish and 26" barrel with Extra-Full

Invector-Plus® Turkey choke tube and

a selection of field Invector-Plus™

choke tubes included. Reliable 

gas-operation for reduced recoil. 3 1/2"

chamber shoots all factory loads

from 2 3/4" (1 1/8 oz.) to 3 1/2"

magnum. Quick removable TRUGLO®

sights. Durable composite stock and

forearm with magazine and stock

sling swivel studs standard.

SX2 

CANTILEVER DEER

The new Cantilever Deer SX2’s

unique base design allows you to

aim with the rear adjustable sight

with a fiber optic front sight. Or,

fasten a red dot or conventional

scope. You can fold down the rear

sight and instantly sight down the

groove in the base for quick

pointing, fast, close action. The

short, 22" fully rifled barrel handles

slugs or sabots with excellent

accuracy. The black, composite

stock is impervious to all weather

conditions.

Extra Full Turkey tube. Tight, tight 

patterns. A turkey gun is only as good

as its best pattern. Super X2 NWTF

Turkey guns come with an Invector-

Plus™ Extra-Full Turkey choke tube.

Invector-Plus tubes are used on the

best selling target guns in the world

because of their consistent, tight patterns.

And the Invector-Plus™ Extra-Full

Turkey tube is the tightest shooting

choke tube in the Winchester

Invector-Plus™ lineup. Not only are

patterns tight overall, but core

densities are specifically configured for

turkey hunting. (Appearance may vary.)

Folding rear sight on the 

SX2 Cantilever Deer.

Universal TRUGLO®

removable sight.

LESS RECOIL.
TIGHTER 

PATTERNS.
FASTER 

FOLLOW-UPS.

LESS RECOIL.
TIGHTER 

PATTERNS.
FASTER 

FOLLOW-UPS.

(Scope not included)
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ULTIMATE
BALANCE AND

HAND-EYE
COORDINATION

SPORTING CLAYSSPORTING CLAYS

Super X2 Sporting Clays

SUPER X2™

SPORTING CLAYS 3" 

The Super X2 Sporting Clays has

everything for the serious

competitor. Like a specially designed,

shim-adjustable walnut stock for a

custom fit. Five choke tubes are

included for most shooting situations.

Two gas pistons are provided to

cover the extremes of factory

sporting ammunition loads. A low

luster finished receiver and barrel

reduce glare, keeping you on target.

The Sporting Clays model has

two pistons to keep you covered:

One for heavy target, up to heavy 3"

magnum field loads, and one for

virtually all factory target loads down

to 7/8 oz.

Sporting Clays model stock

adjustment. The avid Sporting Clays

shooter will appreciate the ability to adjust

stock dimensions for a more customized

fit using our spacer system (set of shim

spacers included – drop and cast).

.

The Guns that Work — and compete. Competition shooting matches are serious sporting

events. And whether it’s sporting clays or three-gun practical competitions, Winchester has a Super X2

for your specific need and, like all Super X2’s, reliability is a standard feature. The Super X2

Sporting Clays is a natural progression, as it is only fitting that a shotgun heralded for its

reliability to make its way into competitive shooting sports. The new Practical MK II (shown at

right) is the perfect choice for practical shooting competitions ... with superb natural pointability

and features generally found only on highly customized guns.
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WHEN THE GAME
IS ON THE LINE

THINK PRACTICAL

3" PRACTICAL MK II 3" PRACTICAL MK II

New Super X2 Practical MK II

Fast handling, soft recoil. SUPER X2™

PRACTICAL MK II

If competition is in your nature, the new SX2 Practical MK II (Mark II) is ready.

This fast handling shotgun is built around the Super X2 3" action for unequaled

reliability and reduced recoil to get you back on target fast. The easily removed

ghost-ring type rear sight mounts to a newly designed cantilever while the front

sight is highly protected. The MK II features a 22" barrel 8-round extended

magazine tube and black composite stock and forearm. 

Barrel Nominal Nominal Nominal Nominal U.S.
Item Length Overall Length Drop at Drop at Weight Sugg.
Number Ga. & Type Chamber Chokes Length of Pull Comb Heel (Lbs.) Retail

S U P E R  X 2 ™ S H O T G U N S

3-1/2" MAGNUM 
UNIVERSAL HUNTER (COMPOSITE STOCK, MOSSY OAK BREAK-UP)

511028266 12 26" 3-1/2 Mag. Invector+XF 47" 14-1/4" 1-3/4" 2" 7.75 $1,116

3-1/2" MAGNUM GREENHEAD (SOFT TOUCH, COMPOSITE STOCK)

511029246 12 28" 3-1/2 Mag. Invector+(3) 49" 14-1/4" 1-3/4" 2" 8 $1,116

3-1/2" MAGNUM (BLACK COMPOSITE STOCK)                   

511001250 12 26" 3-1/2 Mag. Invector+(3) 47" 14-1/4" 1-3/4" 2" 7.75 $936

511001246 12 28" 3-1/2 Mag. Invector+(3) 49" 14-1/4" 1-3/4" 2" 8 $936

3-1/2" NWTF TURKEY (BLACK COMPOSITE STOCK) 

511022257 12 24" 3-1/2"Mag. Invector+XF 45" 14-1/4" 1-3/4" 2" 7.5 $1,018

3-1/2" NWTF TURKEY (COMPOSITE STOCK, MOSSY OAK BREAK-UP)

511021257 12 24" 3-1/2"Mag. Invector+XF 45" 14-1/4" 1-3/4" 2" 7.5 $1,101

3-1/2" CAMO WATERFOWL (COMPOSITE STOCK, MOSSY OAK SHADOW GRASS)

511003246 12 28" 3-1/2" Mag. Invector+(3) 49" 14-1/4" 1-3/4" 2" 8 $1,080

Barrel Nominal Nominal Nominal Nominal U.S.
Item Length Overall Length Drop at Drop at Weight Sugg.
Number Ga. & Type Chamber Chokes Length of Pull Comb Heel (Lbs.) Retail

S U P E R  X 2 ™ S H O T G U N S

3" MODELS
3" MAGNUM PRACTICAL MK II (BLACK COMPOSITE STOCK, 8 ROUND MAGAZINE)

511015355 12 22" 3" Mag. Cyl Std Inv 43" 14-1/4" 1-3/4" 2" 8 $1,065

3" SPORTING CLAYS (WALNUT STOCK)

511006446 12 28" 3" Mag. Invector+(SC) 49" 14-3/8" 1-3/4" 2" 8 $921

511006445 12 30" 3" Mag. Invector+(SC) 51" 14-3/8" 1-3/4" 2" 8.25 $921

3" MAGNUM FIELD (WALNUT STOCK)

511004350 12 26" 3" Mag. Invector+(3) 47" 14-1/4" 1-3/4" 2" 7.25 $819

511004346 12 28" 3" Mag. Invector+(3) 49" 14-1/4 1-3/4" 2" 7.5 $819

3" MAGNUM (BLACK COMPOSITE STOCK)

511001350 12 26" 3" Mag. Invector+(3) 47" 14-1/4" 1-3/4" 2" 7.75 $819

511001346 12 28" 3" Mag. Invector+(3) 49" 14-1/4 1-3/4" 2" 8 $819

3" MAGNUM RIFLED DEER WITH CANTILEVER (BLACK COMPOSITE STOCK)

511030340 12 22" 3" Mag. Rifled Barrel 43" 14-1/4" 1-3/4" 2" 7.25 $862

Notes:

1. All Super X2 Field and Sporting models have a total

shot shell capacity of 5, plus one in the chamber.

Capacity: subtract one for 3" shells or 3 1/2" shells.

Practical MK II has a maximum magazine capacity of 8.

2. All Super X2 Models are supplied with an Invector-Plus™

wrench for removing and installing choke tubes.

3. All Super X2 hunting models are supplied with a

removable plug that limits magazine capacity to 

two shells.

4. Prices are in U.S. dollars and are subject to change

without notice.

5. Some Super X2 models are made 

periodically only.

Choke Abbreviations:

Invector +3 = invector Plus Choke System with three choke

tubes supplied: Full, Modified and Improved Cylinder.

Invector + XF = Supplied with Extra Full Invector Plus

extended choke tube.

Cyl Std Inv = Standard Invector Cylinder tube.

SC= Skeet, Improved Cylinder, Modified, Improved Modified

and Full choke tubes. All measurements and weights are

nominal, and may vary gun to gun.

,
.



S A F E T Y  F I R S T .

Responsible gun owners have always been extraordinarily safety

conscious. We support you in your efforts to teach and pass on the vitally

important standards of firearms safety; at home and in the field. Every new

Winchester firearm comes from the factory with a gun lock. The locks —

either a cable-type, trigger lock, or other type depending on your gun —

are very easy to use. Using gun locks, being a good example and

teaching others about firearms safety shows you care. For more

information on firearms safety contact the NRA on the web at

www.nra.org. Start or renew your NRA membership today by calling

1-800-NRA-3888.

Instruction manuals for all Winchester firearms in this or previous catalogs are available upon request at no charge. Owners of Winchester firearms without instruction manuals are encouraged to request one on-line or at the address below.

Some models and especially calibers are made periodically only.We reserve the right to delay, postpone or discontinue production of any Winchester firearm for any reason without notice.All specifications in this catalog are subject to change

without notice.Weights, stock dimensions, wood appearance, etc., may vary slightly between individual firearms.Wood is a natural product. No two pieces are alike and variation between stocks is to be expected. U. S. Repeating Arms Co.

reserves the right to modify or change specifications without notice.We do our best to make sure this catalog is accurate at the time of printing.We apologize for any errors in photographs, descriptions and specifications. Please note that

the following models are or were manufactured in Japan for U.S. Repeating Arms: Models 1885, 1886, 1892, 1895, 63 and 52B.The Super X2 shotgun is manufactured in Europe.The Supreme is manufactured in Belgium.

The following are trademarks of U.S. Repeating Arms Co.: Ultimate Classic, Black Shadow, Legacy,Angle Eject, Stainless Marine, Laredo, LRH, Universal Hunter, SX2 Greenhead. • The following trademarks are licensed from the Olin Corporation:

Supreme, Super X, Super X2, Pre-’64, Big Bore, Defender, Featherweight, Super Grade, Model 70, Model 94, Model 1300, Model 1400, Model 9422, Model 1895, Model 63, Model 1892, Ranger, Super Express,Trapper,Winchester,WinChoke,

WinCam,WinTuff,WinPlus, Model 12, Model 42, Model 52B,“The Gun That Won The West” and “The Rifleman’s Rifle.” • Other trademarks used in this catalog: Mossy Oak Shadow Grass and Mossy Oak Break-Up are registered trademarks

of Mossy Oak. Invector Plus is a trademark of Browning.TRUGLO is a trademark of Truglo, Inc. • © Copyright, U. S. Repeating Arms Company, Inc. September 2001. No part of this catalog may be reproduced without the written permission

of U. S. Repeating Arms Company, Inc./Winchester Rifles and Shotguns. Suggested retail pricing is approximate and subject to change without notice. Some models made periodically. If you have any questions concerning Winchester brand

firearms, visit your Winchester firearms dealer or feel free to write:Winchester Rifles and Shotguns, 275 Winchester Ave., Morgan, UT 84050-9333 • Printed in U.S.A. • MOT1001400/01-205

Winchester rifles and shotguns are made for or by U.S. Repeating Arms Company, Inc.

“Winchester” is a registered trademark licensed from the Olin Corporation.

For firearms: winchester-guns.com • For ammunition: winchester.com

winchester-guns.com

We proudly donate a portion of

the sale of every Winchester

firearm to the Heritage Fund,

which helps to expand our legal

defense against politically

motivated lawsuits against our

industry. We work together to

promote the rightful tradition of

firearms in America.

TM

New Winchester

firearms come from

the factory with a

gun lock.

Winchester proudly supports

the following organizations:
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From: TMOfficialNotices@USPTO.GOV

Sent: Tuesday, October 14, 2014 00:03 AM

To: bwheelock@hdp.com

Subject: Official USPTO Notice of Allowance: U.S. Trademark SN 85803856: XT: Docket/Reference No. 6113A-204931

NOTICE OF ALLOWANCE (NOA)

ISSUE DATE: Oct 14, 2014

Serial Number:   85803856
Mark:   XT
Docket/Reference Number:  6113A-204931

No opposition was filed for this published application.  The issue date of this NOA establishes the due date for the filing of a Statement of Use (SOU) or a Request
for Extension of Time to file a Statement of Use (Extension Request).  WARNING: An SOU that meets all legal requirements must be filed before a registration
certificate can issue.  Please read below for important information regarding the applicant's pending six (6) month deadline.

SIX (6)-MONTH DEADLINE: Applicant has six (6) MONTHS from the NOA issue date to file either:
   - An SOU, if the applicant is using the mark in commerce (required even if the applicant was using the mark at the time of filing the application, if use basis was not

specified originally);  OR
   - An Extension Request, if the applicant is not yet using the mark in commerce.  If an Extension Request is filed, a new request must be filed every six (6)

months until the SOU is filed.  The applicant may file a total of five (5) extension requests.  WARNING: An SOU may not be filed more than thirty-six (36) months from
when the NOA issued.  The deadline for filing is always calculated from the issue date of the NOA.

How to file SOU and/or Extension Request:
Use the Trademark Electronic Application System (TEAS).  Do NOT reply to this e-mail, as e-mailed filings will NOT be processed.  Both the SOU and Extension Request have
many legal requirements, including fees and verified statements; therefore, please use the USPTO forms available online at http://www.uspto.gov/teas/index.html (under the
"INTENT-TO-USE (ITU) FORMS" category) to avoid the possible omission of required information.  If you have questions about this notice, please contact the Trademark
Assistance Center at 1-800-786-9199.

For information on how to (1) divide an application; (2) delete goods/services (or entire class) with a Section 1(b) basis; or (3) change filing basis, see
http://www.uspto.gov/trademarks/basics/MoreInfo_SOU_EXT.jsp. 

FAILURE TO FILE A REQUIRED DOCUMENT OUTLINED ABOVE DURING THE APPROPRIATE TIME PERIOD WILL RESULT IN THE ABANDONMENT OF THIS
APPLICATION. 

REVIEW APPLICATION INFORMATION FOR ACCURACY

If you believe this NOA should not have issued or correction of the information shown below is needed, you must submit a request to the Intent-to-Use Unit.  Please use the
"Post-Publication Amendment" form under the "POST-PUBLICATION/POST NOTICE OF ALLOWANCE (NOA) FORMS" category, available at
http://www.uspto.gov/teas/index.html.  Do NOT reply to this e-mail, as e-mailed filings will NOT be processed.

Serial Number: 85803856

Mark: XT

Docket/Reference Number: 6113A-204931

Owner: Olin Corporation
190 Carondelet Plaza
St. Louis , MISSOURI   63105 

Correspondence Address: BRYAN K WHEELOCK
HARNESS DICKEY & PIERCE PLC
7700 BONHOMME AVE STE 400
SAINT LOUIS, MO 63105-0032

This application has the following bases, but not necessarily for all listed goods/services:
Section 1(a): NO Section 1(b): YES Section 44(e): NO

GOODS/SERVICES BY INTERNATIONAL CLASS

013 - Ammunition -- FIRST USE DATE: NONE; -- USE IN COMMERCE DATE: NONE

ALL OF THE GOODS/SERVICES IN EACH CLASS ARE LISTED.

Fraudulent statements may result in registration being cancelled: Applicants must ensure that statements made in filings to the USPTO are accurate, as inaccuracies may
result in the cancellation of any issued trademark registration.  The lack of a bona fide intention to use the mark with ALL goods and/or services listed in an application or the
lack of actual use on all goods and/or services for which use is claimed could jeopardize the validity of the registration, possibly resulting in its cancellation.

Additional information: For information on filing and maintenance requirements for U.S. trademark applications and registrations and required fees, please consult the USPTO
website at www.uspto.gov or call the Trademark Assistance Center at 1-800-786-9199.

Checking status: To check the status of an application, go to http://tarr.uspto.gov.  Please check the status of any application at least every three (3) months after the
application filing date.

To view this notice and other documents for this application on-line, go to http://tdr.uspto.gov/search.action?sn=85803856.  NOTE: This notice will only be available on-line the
next business day after receipt of this e-mail.
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